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PROJECT CONTACTS

OWNER

ACM DAWSON TRAILS Ml JV LLC
4100 E. MISSISSIPPI AVE, SUITE 500
DENVER, CO 80246

TEL: (303) 984-9800

CONTACT: LARRY JACOBSON

EMAIL: ljacobson@westsideinv.com

ENGINEER

GALLOWAY & COMPANY, INC.

5500 GREENWOOD PLAZA BLVD, SUITE 200
GREENWOOD VILLAGE, COLORADO 80111
TEL: (303) 770-8884

FAX: (303) 770-3636

CONTACT: JENNY ROMANO, P.E.

EMAIL:  JennyRomano@gallowayus.com

SURVEYOR

GALLOWAY & COMPANY, INC.

1155 KELLY JOHNSON BLVD, SUITE 305
COLORADO SPRINGS, CO 80920

TEL: (719) 900-7220

CONTACT: BRIAN DENNIS, PLS

EMAIL: BrianDennis@gallowayus.com

GEOTECHNICAL ENGINEER

TERRACON

10625 W. I-70 FRONTAGE RD. N., STE. 3
WHEAT RIDGE, CO 80033

TEL: (303) 423-3300

CONTACT: ERIC BERNHARDT, P.E.

LIST OF ABBREVIATIONS

SHT — SHEET
A - DEFLECTION ANGLE

L - LENGTH

R - RADIUS

CB — CHORD BEARING

C — CHORD LENGTH

N — NORTH/NORTHING

W - WEST

E - EAST/EASTING

S — SOUTH

DET — DETAL

EX — EXISTING

W/ - WTH

PC — POINT OF CURVATURE/PORTLAND CEMENT
WWF — WELDED WIRE FABRIC

VERT — VERTICAL

0C — ON CENTER

FDC - FIRE DEPARTMENT CONNECTION
CT — COURT

DR — DRIVE

TYP - TYPICAL

REC — RECEPTION NUMBER

%, DIA — DIAMETER

PT — POINT OF TANGENCY

MIN = MINIMUM

MAX = MAXIMUM

HDPE — HIGH DENSITY POLYETHYLENE

PUBLIC IMPROVEMENTS CONSTRUCTION - GRADING ONLY PLANS

DAWSON TRAILS FILING NO. 2, AMENDMENT 4
LOCATED IN SECTION 22, 7.8 S.,R. 67/ W. OF THE 6TH P.M.
TOWN OF CASTLE ROCK, COUNTY OF DOUGLAS, STATE OF COLORADO

CITY CONTACTS

PLANNING

TOWN OF CASTLE ROCK
DEVELOPMENT SERVICES DEPARTMENT
100 N. WILCOX ST.

CASTLE ROCK, CO 80104

TEL: (720) 733-2200

PUBLIC WORKS

TOWN OF CASTLE ROCK
PUBLIC WORKS DEPARTMENT
4175 CASTLETON COURT
CASTLE ROCK, CO 80109
TEL: (720) 733-2462

WATER, SANITARY & STORM

CASTLE ROCK WATER
175 KELLOG COURT
CASTLE ROCK, CO 80109
TEL: (720) 733-6000

CABLE

COMCAST
118 WLCOX ST., UNIT B
CASTLE ROCK, CO 80104
TEL: (303) 930-2000

ELECTRIC

CORE ELECTRIC
5396 N. U.S. HWY 85
P.0. DRAWER A
SEDALIA, CO 80135
TEL: (303) 6883100

PHONE

LUMEN TECHNOLOGIES
931 14TH STREET
DENVER, CO 80202
TEL: (800) 244-1111

GAS

BLACK HILLS ENERGY
1515 WYNKOOP STREET, 5TH FLOOR
DENVER, CO 80202

TEL: (888) 890-5554

SURVEYOR TO OBTAIN AUTOCAD FILE FROM ENGINEER AND
VERIFY ALL HORIZONTAL CONTROL DIMENSIONING PRIOR TO
CONSTRUCTION STAKING. SURVEYOR MUST VERIFY ALL
BENCHMARK, BASIS OF BEARING AND DATUM INFORMATION TO
ENSURE IMPROVEMENTS WILL BE AT THE SAME HORIZONTAL
AND VERTICAL LOCATIONS SHOWN ON THE DESIGN
CONSTRUCTION DRAWINGS. PRIOR TO CONSTRUCTION STAKING
ANY DISCREPANCY MUST BE REPORTED TO OWNER AND
ENGINEER PRIOR TO CONTINUATION OF ANY FURTHER STAKING
OR_CONSTRUCTION WORK.

CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL INFORMATION
FOR FINAL ACCEPTANCE OF WORK FOR ANY LOCAL, STATE OR
FEDERAL AGENCY, UTILITY DISTRICT OR ANY OTHER AGENCY OR
DISTRICT HAVING APPROVAL AUTHORITY OVER WORK. THIS
INFORMATION MAY INCLUDE, BUT IS NOT LIMITED TO, AS-BUILT
PLANS, CERTIFICATIONS, INSPECTIONS AND REPORTS.

NOTE: CONTRACTOR MUST COORDINATE WORK WITH UTILITY
COMPANY AND CITY PRIOR TO BEGINNING WORK AND IS
RESPONSIBLE FOR ALL MATERIALS, LABOR, REPAIRS, ETC. TO
COMPLETE WORK AND RESTORE AREA TO SAME STATE PRIOR
TO STARTING WORK

CONTRACTOR RESPONSIBLE FOR AS—BUILT DRAWINGS, TESTS,
REPORTS AND/OR ANY OTHER CERTIFICATES OR INFORMATION
AS REQUIRED FOR ACCEPTANCE OF WORK FROM CITY, UTILITY
DISTRICTS OR ANY OTHER GOVERNING AGENCY.

UNLESS OTHERWISE NOTED, CONTRACTOR TO PROTECT
LANDSCAPING IN PLACE AND REPLACE TO MATCH IF DISTURBED.
CONTRACTOR TO CAP AND REINSTALL IRRIGATION AS
NECESSARY TO MAINTAIN IRRIGATION TO EXISTING LANDSCAPING.

NOTE: CONTRACTOR SHALL PROTECT ALL EXISTING SURVEY
MONUMENTATION. CONTRACTOR SHALL HAVE LICENSED
SURVEYOR REPLACE ANY DAMAGED OR DISTURBED
MONUMENTATION AT THEIR COST.

SOIL PREPARATION AND PAVEMENT DESIGN NOTE

SOIL PREPARATION AND PAVEMENT DESIGN SHALL BE PER RECOMMENDATIONS FROM A
GEOTECHNICAL REPORT PREPARED FOR THIS SITE AS FOLLOWS: PROPOSED KING SOOPERS
#165 GEOTECHNICAL ENGINEERING REPORT, CRYSTAL VALLEY PARKWAY AND [-25, CASTLE
ROCK, COLORADO:

GEOTECHNICAL ENGINEER: TERRACON

PROJECT NO:  25255102R DATE: JUNE 11, 2026

THE CONTRACTOR MUST FULLY REVIEW THIS REPORT PRIOR TO CONSTRUCTION. INFORMATION
IN THE GEOTECHNICAL REPORT SUPERSEDES ANY CONFLICTING INFORMATION CONTAINED IN
THE CONSTRUCTION PLANS AND SPECIFICATIONS. REFER TO GENERAL STRUCTURAL NOTES FOR

SPECIFIC SOIL PREPARATION AT SITE STRUCTURES.

LEGAL DESCRIPTION

DAWSON TRAILS FILING NO. 2, AMENDMENT 4

BASIS OF BEARING

BEARINGS FOR THIS DESCRIPTION ARE BASED UPON THE NORTH LINE OF THE SOUTHEAST
QUARTER OF THE SOUTHEAST QUARTER OF SECTION 21, TOWNSHIP 8 SOUTH, RANGE 67 WEST OF

THE SIXTH PRINCIPAL MERIDIAN, BEING ASSUMED TO BEAR N 89%55'56" W, FROM THE SOUTH
SIXTEENTH CORNER COMMON TO SECTIONS 21 & 22, BEING MONUMENTED BY A 1”DIAMETER PIPE
WTH A 2" DIAMETER ALUMINUM CAP STAMPED “LS 6935 — 1988", TO THE SOUTHEAST SIXTEENTH
CORNER OF SAID SECTION 21, BEING MONUMENTED BY A #5 REBAR WITH A 1-1/2 INCH
DIAMETER ALUMINUM CAP STAMPED "LS 10377°, WITH ALL BEARINGS CONTAINED HEREIN RELATIVE
THERETO.

BENCHMARK

THE ELEVATION AND CONTOURS SHOWN HEREON ARE BASED UPON NGS STATION X 396 (FID
KK1331). BEING A STANDARD NGS STEEL DEEPROD, WITH A PUNCHMARK, IN A STANDARD NGS
LOGO CAP SET IN A CONCRETE SLEEVE, FLUSH TO THE GROUND. MONUMENT LIES 0.25 MI SOUTH
OF THE INTERSECTION OF DOUGLAS LANE LEADING EAST, 121.1 FT EAST OF THE CENTERLINE OF
THE NORTHBOUND LANES OF INTERSTATE 25, 86.6 FT SOUTH OF THE CENTER OF A PRIVATE
DRIVE LEADING EAST TO A FRAME HOUSE, 38.1 FT EAST OF THE CENTERLINE OF THE EAST
FRONTAGE ROAD OF INTERSTATE 25, 5.6 FT NORTH OF A UTILITY POLE, ABOUT LEVEL WITH THE
HIGHWAY, AND 1 FT WEST OF A FIBERGLASS WITNESS POST AND SHEEP FENCE. PUBLISHED
ELEVATION = 6355.09' NAVDB8

CAUTION — NOTICE TO CONTRACTOR

1. ALL UTILITY LOCATIONS SHOWN ARE BASED ON MAPS PROVIDED
BY THE APPROPRIATE UTILITY COMPANY AND FIELD SURFACE
EVIDENCE AT THE TIME OF SURVEY AND IS TO BE CONSIDERED AN R
APPROXIMATE LOCATION ONLY. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD VERIFY THE LOCATION OF ALL UTILITIES, \\ ﬁ
PUBLIC OR PRIVATE, WHETHER SHOWN ON THE PLANS OR NQT,

PRIOR TO CONSTRUCTION. REPORT ANY DISCREPANCIESTO THE  Know what'sbelow.
ENGINEER PRIOR TO CONSTRUCTION. Call before you dig.

2. WHERE A PROPOSED UTILITY CROSSES AN EXISTING UTILITY, IT IS THE CONTRACTOR’S
RESPONSIBILITY TO FIELD VERIFY THE HORIZONTAL AND VERTICAL LOCATION OF SUCH EXISTING
UTILITY, EITHER THROUGH POTHOLING OR ALTERNATIVE METHOD. REPORT INFORMATION TO
THE ENGINEER PRIOR TO CONSTRUCTION.

TOWN OF CASTLE ROCK PROJECT NO. CD26-0041

A Ds SHEET INDEX

Plum Creek Chureh » : SHEET SHEET
COUNT | NUMBER SHEET TITLE REV # [DATE

1 0.0
2 €2.0

COVER SHEET
OVERALL GRADING PLAN

TWIN OAKS

SITE GENERAL NOTES

- 1. ALL MATERIALS, WORKMANSHIP, AND CONSTRUCTION OF PUBLIC IMPROVEMENTS SHALL MEET

e Prwy OR EXCEED THE STANDARDS AND SPECIFICATIONS SET FORTH IN THE TOWN OF CASTLE

° ROCK (TCR) MUNICIPAL CODE, TCR TECHNICAL MANUALS, AND APPLICABLE STATE AND

FEDERAL REGULATIONS. WHERE THERE IS CONFLICT BETWEEN THESE PLANS AND THE

g TECHNICAL MANUAL OR ANY APPLICABLE STANDARDS, THE MORE STRINGENT STANDARD
SHALL APPLY. ALL WORK SHALL BE INSPECTED AND APPROVED BY THE TCR CONSTRUCTION

§ @‘j INSPECTOR.
N Em 2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF

Ont

Sitep,. EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS
1 UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE
INFORMATION IS NOT TO BE RELIED UPON AS BEING EXACT OR COMPLETE.

3. THE CONTRACTOR MUST CALL THE LOCAL UTILITY LOCATION CENTER AT LEAST 72 HOURS
BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES. PRIOR TO
CONSTRUCTION, THE CONTRACTOR SHALL VERIFY PERTINENT LOCATIONS AND ELEVATIONS,
ESPECIALLY AT CONNECTION POINTS AND AT POTENTIAL UTILITY CONFUCTS. IT SHALL BE
THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES THAT
CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.

4. THE CONTRACTOR SHALL COORDINATE AND COOPERATE WITH THE TOWN AND ALL UTILITY
COMPANIES INVOLVED WITH REGARD TO RELOCATIONS OR ADJUSTMENTS OF EXISTING
UTILITIES DURING CONSTRUCTION AND TO ASSURE THAT THE WORK IS ACCOMPLISHED IN A
TIMELY FASHION AND WITH A MINIMUM DISRUPTION OF SERVICE. THE CONTRACTOR SHALL BE

—W_ N RESPONSIBLE FOR CONTACTING ALL PARTIES AFFECTED BY ANY DISRUPTION OF ANY UTILITY
SERVICE.

5. CONTRACTOR SHALL PROVIDE A MINIMUM SEVENTY-TWO (72) HOURS NOTICE TO THE
ON-SITE TCR CONSTRUCTION INSPECTOR, (720) 733-2200, PRIOR TO MAKING ANY
CONNECTIONS/TIE-INS TO EXISTING WATER, SANITARY SEWER, AND/OR STORM SEWER
SYSTEMS PROVIDED THAT THE UTILITY TIE-IN DOES NOT DISRUPT SERVICE TO EXISTING CR
WATER CUSTOMERS. IF THE TIE-IN WILL DISRUPT UTILITY SERVICE, THEN CONTRACTOR
SHALL PROVIDE A MINIMUM OF THREE (3) WEEKS NOTICE TO THE TCR CONSTRUCTION
INSPECTOR TO ALLOW TIME FOR CR WATER TO PROVIDE WRITTEN NOTIFICATION TO EXISTING
CUSTOMERS AFFECTED BY THE TE-IN. ALL TOWN UTILITY TIE-INS MUST BE APPROVED BY
CR WATER PRIOR TO COMMENCING WORK.

25

VICINITY MAP

SCALE: 1" = 2000’

6. THE CONTRACTOR SHALL HAVE ONE (1) SIGNED COPY OF THE APPROVED PLANS, ONE (1)
COPY OF THE APPROPRIATE CRITERIA AND SPECIFICATIONS, AND A COPY OF ANY PERMITS
AND EXTENSION AGREEMENTS NEEDED FOR THE JOB ONSITE AT ALL TIMES.

CRYSTAL VALLEY PWWY

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ASPECTS OF SAFETY INCLUDING, BUT
NOT LIMITED TO, EXCAVATION, TRENCHING, SHORING, TRAFFIC CONTROL, AND SECURITY.

8. IF DURING THE CONSTRUCTION PROCESS CONDITIONS ARE ENCOUNTERED WHICH COULD
INDICATE A SITUATION THAT IS NOT IDENTIFIED IN THE PLANS OR SPECIFICATIONS, THE
CONTRACTOR SHALL CONTACT THE TCR CONSTRUCTION INSPECTOR IMMEDIATELY.

9. ALL REFERENCES TO ANY PUBLISHED STANDARDS SHALL REFER TO THE LATEST REVISION OF
SAID STANDARD UNLESS SPECIFICALLY STATED OTHERWISE.

10.  THE CONTRACTOR SHALL SUBMIT A TRAFFIC CONTROL PLAN IN ACCORDANCE WITH MUTCD
TO THE APPROPRIATE RIGHT-OF—WAY AUTHORITY (TOWN, COUNTY OR STATE) FOR
APPROVAL PRIOR TO ANY CONSTRUCTION ACTIMITIES WITHIN OR AFFECTING THE
RIGHT-OF—WAY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ANY AND ALL
TRAFFIC CONTROL DEVICES AS MAY BE REQUIRED BY THE CONSTRUCTION ACTIVITIES.

THE CONTRACTOR IS R ESPONSIBLE FOR PROVIDING ALL LABOR AND MATERIALS NECESSARY
FOR THE COMPLETION OF THE INTENDED IMPROVEMENTS SHOWN ON THESE DRAWINGS OR AS
DESIGNATED TO BE PROVIDED, INSTALLED, OR CONSTRUCTED UNLESS SPECIFICALLY NOTED
OTHERWISE.

I~25

12, THE CONTRACTOR SHALL BE RESPONSIBLE FOR RECORDING AS—BUILT INFORMATION ON A
SET OF RECORD DRAWINGS KEPT ON THE CONSTRUCTION SITE AND AVAILABLE TO THE TCR
CONSTRUCTION INSPECTOR AT ALL TIMES.

13, DIMENSIONS FOR LAYOUT AND CONSTRUCTION ARE NOT TO BE SCALED FROM ANY DRAWING.
IF PERTINENT DIMENSIONS ARE NOT SHOWN, CONTACT THE CONSULTANT ENGINEER FOR
CLARIFICATION AND ANNOTATE THE DIMENSION ON THE AS-BUILT RECORD DRAWINGS.

14, ALL INITIAL SEDIMENT CONTROL MEASURES SHALL BE INSTALLED PER THE TEMPORARY
EROSION & SEDIMENT CONTROL (TESC) PLAN PRIOR TO ANY EARTH-DISTURBING ACTIVITY.
ALL EROSION AND SEDIMENT CONTROL PRACTICES MUST BE MAINTAINED IN EFFECTIVE
OPERATING CONDITION AT ALL TIMES. REMOVAL OF CONTROL MEASURES SHALL NOT OCCUR
WITHOUT THE APPROVAL OF THE STORMWATER INSPECTOR. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR KEEPING ROADWAYS FREE AND CLEAR OF ALL CONSTRUCTION DEBRIS AND
DIRT TRACKED FROM THE SITE. THE CONTRACTOR SHALL ALSO COMPLY WITH ALL TERMS

/ AND CONDITIONS OF THE COLORADO CONSTRUCTION GENERAL PERMIT FOR STORMWATER

DISCHARGES.
SITE MAP

SCALE: 1” = 500'

15.  THE CONTRACTOR SHALL PROVIDE AN ACTION PLAN IMMEDIATELY FOLLOWING THE
PRE—CONSTRUCTION MEETING DETAILING SUFFICIENT MEANSTO MITIGATE DUST ON SITE
DURING OVERLQOT GRADING, ROCK CRUSHING OR OTHER EARTHWORK ACTIVITIES. IF THE
CONTRACTOR FAILS TO CONTROL DUST, ALL EARTH DISTURBING ACTIMITIES SHALL BE
STOPPED UNTIL SUFFICIENT MEASURES ARE TAKEN TO THE TOWNS SATISFACTION. THE
CONTRACTOR SHALL ALSQ COMPLY WITH ALL TERMS AND CONDITIONS OF THE COLORADO AIR
QUALITY REGULATIONS FOR LAND DEVELOPMENT AS REQUIRED.

VARIANCES
CONDITIONS OF APPROVAL

PROJECT # DESCRIPTION APPROVAL DATE

16. THE CONTRACTOR SHALL SEQUENCE INSTALLATION OF UTILITES IN SUCH A MANNER AS TO
MINIMIZE POTENTIAL UTILITY CONFLICTS. IN GENERAL, STORM SEWER AND SANITARY SEWER
SHOULD BE CONSTRUCTED PRIOR TO INSTALLATION OF THE WATER LINES AND DRY UTILITIES.

17.  THERE SHALL BE NO SITE CONSTRUCTION ACTIVITIES ON SATURDAYS UNLESS SPECIFICALLY
APPROVED BY THE TCR CONSTRUCTION INSPECTOR AND NO SITE CONSTRUCTION ACTIVITIES
ON SUNDAYS OR HOLIDAYS UNLESS THERE IS PRIOR WRITTEN APPROVAL BY THE PUBLIC
WORKS DIRECTOR.

18. NO SOLID OBJECT (EXCLUDING FIRE HYDRANTS AND TRAFFIC CONTROL DEVICES AND TRAFFIC
SIGNS) EXCEEDING THIRTY (30) INCHES IN HEIGHT ABOVE THE FLOWLINE ELEVATION OF THE
ADJACENT STREET, INCLUDING BUT NOT LIMITED TO BUILDINGS, UTILITY CABINETS, WALLS,
FENCES, LANDSCAPE PLANTINGS, CROPS, CUT SLOPES, AND BERMS, SHALL BE PLACED
WITHIN SIGHT DISTANCE LINES AND SIGHT DISTANCE EASEMENTS.

19.  THE PROPERTY IS LOCATED WITHIN FLOOD HAZARD AREAS HAVING ZONE DESIGNATION X BY
THE FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA), ON FLOOD INSURANCE RATE MAP
(FIRM) PANEL 08035C0284G WITH EFFECTIVE DATE MARCH 16, 2016. ZONE IS DEFINED AS
BEING "AREAS DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN".

20. BENCHMARK: THE ELEVATION AND CONTOURS SHOWN HEREON ARE BASED UPON NGS
STATION X 396 (PID KK1331). BEING A STANDARD NGS STEEL DEEPROD, WITH A
PUNCHMARK, IN A STANDARD NGS LOGO CAP SET IN A CONCRETE SLEEVE, FLUSH TO THE
GROUND. MONUMENT LIES 0.25 MI SOUTH OF THE INTERSECTION OF DOUGLAS LANE LEADING
EAST, 121.1 FT EAST OF THE CENTERLINE OF THE NORTHBOUND LANES OF INTERSTATE 25,
86.6 FT SOUTH OF THE CENTER OF A PRIVATE DRIVE LEADING EAST TO A FRAME HOUSE,
38.1 FT EAST OF THE CENTERLINE OF THE EAST FRONTAGE ROAD OF INTERSTATE 25, 5.6
FT NORTH OF A UTILITY POLE, ABOUT LEVEL WITH THE HIGHWAY, AND 1 FT WEST OF A
FIBERGLASS WITNESS POST AND SHEEP FENCE. PUBLISHED ELEVATION = 6355.09' NAVD88

FIELD CHANGE ORDERS
PURPOSE /DESCRIPTION

FCO# DATE

21. BASIS OF BEARING: BEARINGS ARE ASSUMED BASED ON THE PLAT OF DAWSON TRAILS
FILING NO. 2. THE EAST LINE OF TRACT A, DAWSON TRAILS FILING NO. 2, BEARS
S00°32'08°E, MOUNUMENTED AT BOTH ENDS BY A #5 REBAR WITH 1-1/2" ALUMINUM CAP
STAMPED "PLS 38584", AS SHOWN HEREON.

LEGEND

PROPERTY BOUNDARY LINE
ADJACENT PROPERTY BOUNDARY LINE
EXISTING EASEMENT LINE
***************** PROPOSED EASEMENT LINE
PROPOSED EDGE OF GRAVEL
PROPOSED CURB AND GUTTER

CURB AND GUTTER BY OTHERS
| < 4 | PROPOSED CONCRETE SIDEWALK
[ ] ENHANCED CONCRETE PAVEMENT

KX X XA LIMITS OF ARCHITECTURAL SCOPE

= o o o oww omw omm ommom ADA PATH OF TRAVEL

_— = PROPOSED SIGHT DISTANCE TRIANGLE

—_——— & <—<— PROPOSED SWALE
> PROPOSED RETAINING WALL
EXISTING WATER LINE

W PROPOSED WATER LINE
EXISTING SANITARY SEWER
SS PROPOSED SANITARY SEWER

EXISTING STORM SEWER (LESS THAN 12°g)
EXISTING STORM SEWER (12"¢ AND LARGER)
PROPOSED STORM SEWER (LESS THAN 12"¢)
PROPOSED STORM SEWER (12°¢ AND LARGER)

E PROPOSED UNDERGROUND ELECTRICAL
FO PROPOSED FIBER OPTIC LINE
EXISTING UNDERGROUND TELEPHONE
uT PROPOSED UNDERGROUND TELEPHONE
EXISTING GAS LINE
G PROPOSED GAS LINE
- LOC = LIMITS OF CONSTRUCTION
[1] PARKING COUNT
SIGN BY OTHERS
- PROPOSED SIGN
PROPOSED PIPE BOLLARD
PROPOSED ADA PARKING SYMBOL
PROPOSED PAD MOUNTED TRANSFORMER
LIGHT POLE BY OTHERS
B PROPOSED SITE LIGHTING
©® PROPOSED SANITARY SEWER MANHOLE

MANHOLE BY OTHERS
STORM SEWER INLET BY OTHERS

L) PROPOSED STORM SEWER MANHOLE
[ | PROPOSED STORM INLET
WATER METER BY OTHERS
@ PROPOSED WATER METER

FIRE HYDRANT BY OTHERS

1 PROPOSED FIRE HYDRANT

>q PROPOSED WATER VALVE
EXISTING WATER VALVE

CC PROPOSED CART CORRAL

PROFESSIONAL ENGINEER CERTIFICATION

| HEREBY AFFIRM THAT THESE FINAL CONSTRUCTION PLANS WERE PREPARED UNDER MY DIRECT
SUPERVISION, IN ACCORDANCE WITH ALL APPLICABLE TOWN OF CASTLE ROCK AND STATE OF
COLORADO STANDARDS AND STATUTES, RESPECTIVELY; AND THAT | AM FULLY RESPONSIBLE FOR
ALL DESIGN AND REVISIONS RELATIVE TO SAID PLANS.

SSS

NS
JENNY ROMANO, PE #44401 DATE

INDEMNIFICATION AND ADHERENCE TO STANDARDS STATEMENT

THESE PLANS HAVE BEEN REVIEWED BY THE TOWN OF CASTLE ROCK FOR CONCEPT ONLY. THE
REVIEW DOES NOT IMPLY RESPONSIBILITY BY THE REVIEWING DEPARTMENT, THE TOWN ENGINEER,
OR THE TOWN OF CASTLE ROCK FOR ACCURACY AND CORRECTNESS OF THE CALCULATIONS.
FURTHERMORE, THE REVIEW DOES NOT IMPLY THAT QUANTITIES OF ITEMS ON THE PLANS ARE THE
FINAL QUANTITIES REQUIRED. THE REVIEW SHALL NOT BE CONSTRUED FOR ANY REASON AS
ACCEPTANCE OF FINANCIAL RESPONSIBILITY BY THE TOWN FOR ADDITIONAL QUANTITIES OF ITEMS
SHOWN THAT MAY BE REQUIRED DURING THE CONSTRUCTION PHASE.

ALL WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE TOWN OF CASTLE ROCK MUNICIPAL
CODE, TECHNICAL MANUALS AND/OR OTHER TOWN-APPROVED APPLICABLE STANDARDS.

TOWN APPROVAL BLOCK

TOWN OF CASTLE ROCK APPROVAL
PLANS ARE HEREBY APPROVED FOR ONE YEAR FROM
DATE OF DEVELOPMENT SERVICES APPROVAL

DEVELOPMENT SERVICES

APPROVED BY: Towor APPROVED

CAsTLE Rock By jkirkpatrick

corerare on 08/05/2026
APPROVED-CD26-0041 PLANS.pdf
Record Document on File

DEVELOPMENT SERVICES DATE

LAY
[/ 4

Gasioway

5500 Greenwood Plaza Blvd., Suite 200
Greenwood Village, CO 80111
303.770.8884

GallowayUS.com

CONSTRUCTION DOCUMENT - EARLY GRADING
DAWSON TRAILS FILING No. 2, AMENDMENT 4

DAWSON TRAILS BLVD & GAMBEL RIDGE BLVD
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# Date Issue / Description Init.
A 06/19/2026 1st CD Submittal JRR
B 08/04/2026 2nd CD Submittal JRR
Project No: KSS000165
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SOIL PREPARATION AND PAVEMENT DESIGN NOTE

SOIL PREPARATION AND PAVEMENT DESIGN SHALL BE PER RECOMMENDATIONS FROM A
GEOTECHNICAL REPORT PREPARED FOR THIS SITE AS FOLLOWS: PROPOSED KING SOOPERS
#165 GEOTECHNICAL ENGINEERING REPORT, CRYSTAL VALLEY PARKWAY AND |-25, CASTLE
ROCK, COLORADO:

GEOTECHNICAL ENGINEER: TERRACON

PROJECT NO:  25255102R DATE: JUNE 11, 2026

THE CONTRACTOR MUST FULLY REVIEW THIS REPORT PRIOR TO CONSTRUCTION. INFORMATION
IN THE GEOTECHNICAL REPORT SUPERSEDES ANY CONFLICTING INFORMATION CONTAINED IN
THE CONSTRUCTION PLANS AND SPECIFICATIONS. REFER TO GENERAL STRUCTURAL NOTES FOR
SPECIFIC SOIL PREPARATION AT SITE STRUCTURES.

SURVEYOR TO OBTAIN AUTOCAD FILE FROM ENGINEER AND
VERIFY ALL HORIZONTAL CONTROL DIMENSIONING PRIOR TO
CONSTRUCTION STAKING. SURVEYOR MUST VERIFY ALL
BENCHMARK, BASIS OF BEARING AND DATUM INFORMATION TO
ENSURE IMPROVEMENTS WILL BE AT THE SAME HORIZONTAL
AND VERTICAL LOCATIONS SHOWN ON THE DESIGN
CONSTRUCTION DRAWINGS. PRIOR TO CONSTRUCTION STAKING
ANY DISCREPANCY MUST BE REPORTED TO OWNER AND
ENGINEER PRIOR TO CONTINUATION OF ANY FURTHER STAKING
OR_CONSTRUCTION WORK.

CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL INFORMATION
FOR FINAL ACCEPTANCE OF WORK FOR ANY LOCAL, STATE OR
FEDERAL AGENCY, UTILITY DISTRICT OR ANY OTHER AGENCY OR
DISTRICT HAVING APPROVAL AUTHORITY OVER WORK. THIS
INFORMATION MAY INCLUDE, BUT IS NOT LIMITED TO, AS-BUILT
PLANS, CERTIFICATIONS, INSPECTIONS AND REPORTS.

NOTE: CONTRACTOR MUST COORDINATE WORK WITH UTILITY
COMPANY AND CITY PRIOR TO BEGINNING WORK AND IS
RESPONSIBLE FOR ALL MATERIALS, LABOR, REPAIRS, ETC. TO
COMPLETE WORK AND RESTORE AREA TO SAME STATE PRIOR
TO STARTING WORK

58,974 SiF.
1.35 AC.
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BASIS OF BEARING

BEARINGS FOR THIS DESCRIPTION ARE BASED UPON THE NORTH LINE OF THE SOUTHEAST
QUARTER OF THE SOUTHEAST QUARTER OF SECTION 21, TOWNSHIP 8 SOUTH, RANGE 67 WEST OF
THE SIXTH PRINCIPAL MERIDIAN, BEING ASSUMED TO BEAR N 89'55'56” W, FROM THE SOUTH
SIXTEENTH CORNER COMMON TO SECTIONS 21 & 22, BEING MONUMENTED BY A 1" DIAMETER PIPE
WTH A 2" DIAMETER ALUMINUM CAP STAMPED LS 6935 — 1988", TO THE SOUTHEAST SIXTEENTH
CORNER OF SAID SECTION 21, BEING MONUMENTED BY A #5 REBAR WITH A 1-1/2 INCH

DIAMETER ALUMINUM CAP STAMPED “LS 10377", WITH ALL BEARINGS CONTAINED HEREIN RELATIVE
THERETO.

BENCHMARK

THE ELEVATION AND CONTOURS SHOWN HEREON ARE BASED UPON NGS STATION X 396 (PID
KK1331). BEING A STANDARD NGS STEEL DEEPROD, WITH A PUNCHMARK, IN A STANDARD NGS
LOGO CAP SET IN A CONCRETE SLEEVE, FLUSH TO THE GROUND. MONUMENT LIES 0.25 MI SOUTH
OF THE INTERSECTION OF DOUGLAS LANE LEADING EAST, 121.1 FT EAST OF THE CENTERLINE OF
THE NORTHBOUND LANES OF INTERSTATE 25, 86.6 FT SOUTH OF THE CENTER OF A PRIVATE
DRIVE LEADING EAST TO A FRAME HOUSE, 38.1 FT EAST OF THE CENTERLINE OF THE EAST
FRONTAGE ROAD OF INTERSTATE 25, 5.6 FT NORTH OF A UTILITY POLE, ABOUT LEVEL WITH THE
HIGHWAY, AND 1 FT WEST OF A FIBERGLASS WITNESS POST AND SHEEP FENCE. PUBLISHED
ELEVATION = 6355.09' NAVDBS

CAUTION — NOTICE TO CONTRACTOR

1. AL UTILITY LOCATIONS SHOWN ARE BASED ON MAPS PROVIDED
BY THE APPROPRIATE UTILITY COMPANY AND FIELD SURFACE
EVIDENCE AT THE TIME OF SURVEY AND IS TO BE CONSIDERED AN X
APPROXIMATE LOCATION ONLY. IT IS THE CONTRACTOR'S
RESPONSIBLTY TO FIELD VERFFY THE LOCATION OF ALL UTUITES, N\
PUBLIC OR PRIVATE, WHETHER SHOWN ON THE PLANS OR NOT,
PRIOR TO CONSTRUCTION. REPORT ANY DISCREPANCESTO THE  Know what'sbelow.
ENGINEER PRIOR TO CONSTRUCTION. Call before you dig.

2. WHERE A PROPOSED UTILITY CROSSES AN EXISTING UTILITY, IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD VERIFY THE HORIZONTAL AND VERTICAL LOCATION OF SUCH EXISTING
UTILITY, EITHER THROUGH POTHOLING OR ALTERNATIVE METHOD. REPORT INFORMATION TO
THE ENGINEER PRIOR TO CONSTRUCTION.

UNLESS OTHERWISE NOTED, CONTRACTOR TO PROTECT
LANDSCAPING IN PLACE AND REPLACE TO MATCH IF DISTURBED.
CONTRACTOR TO CAP AND REINSTALL IRRIGATION AS
NECESSARY TO MAINTAIN IRRIGATION TO EXISTING LANDSCAPING.

CONTRACTOR RESPONSIBLE FOR AS—BUILT DRAWINGS, TESTS,

REPORTS AND/OR ANY OTHER CERTIFICATES OR INFORMATION
AS REQUIRED FOR ACCEPTANCE OF WORK FROM CITY, UTILITY

DISTRICTS OR_ANY OTHER GOVERNING AGENCY.

NOTE: CONTRACTOR SHALL PROTECT ALL EXISTING SURVEY
MONUMENTATION. CONTRACTOR SHALL HAVE LICENSED
SURVEYOR REPLACE ANY DAMAGED OR DISTURBED
MONUMENTATION AT THEIR COST.
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- / GRADING LEGEND PROFESSIONAL ENGINEER CERTIFICATION
GRADING NOTES e e e e 5460-——————~- EXISTING MAJOR CONTOUR | HEREBY AFFIRM THAT THESE FINAL CONSTRUCTION PLANS WERE PREPARED UNDER MY DIRECT
SUPERVISION, IN ACCORDANCE WITH ALL APPLICABLE TOWN OF CASTLE ROCK AND STATE OF
1. REQUIREMENTS SHOWN ON SITE PLAN SHALL GOVERN. DRAWINGS AND SPECIFICATIONS SHOWING OTHERWISE NOTWITHSTANDING. CONTRACTOR TO 52 EXISTING MINOR CONTOUR COLORADO STANDARDS AND STATUTES, RESPECTIVELY; AND THAT | AM FULLY RESPONSIBLE FOR
POINT OUT ANY DISCREPANCIES TO THE ENGINEER OF RECORD PRIOR TO BID. ALL DESIGN AND REVISIONS RELATIVE TO SAID PLANS.
(5465 ) PROPOSED MAJOR CONTOUR
2. NO WORK IS TO BEGIN UNTIL ALL PERMITS HAVE BEEN OBTAINED. CONTRACTOR MUST HAVE COPIES OF ALL STATE AND LOCAL STORMWATER TR PROPOSED MINOR CONTOUR
DISCHARGE AND EROSION CONTROL PERMITS ON SITE PRIOR TO ANY DISTURBANCE AND/OR GRADING ACTIVITY. W
e e mm mm mm m PROPOSED RIDGE LINE
3. THIS DESIGN IS BASED ON A SOIL AND FOUNDATION INVESTIGATION. A COPY OF THIS REPORT IS AVAILABLE FOR INSPECTION BY THE
CONTRACTORS. EXISTING STORM SEWER (LESS THAN 127)
4. ALL LANDSCAPING AREAS SHALL BE GRADED WITHIN 0.10' OF DESIGN WITH APPROVED TOP SOIL TO A MINIMUM DEPTH AS SPECIFIED BY THE EXISTING STORM SEWER (GREATER THAN 12°)
LANDSCAPE ARCHITECT AND CITY SPECIFICATIONS. _ LOC = LIMITS OF CONSTRUCTION
5. ALL SPOT GRADES SHOWN ARE TO FLOWLINE UNLESS OTHERWISE NOTED. EXISTING MANHOLE
6. GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR MINIMIZING DEPOSITION OF ONSITE SEDIMENTS ONTO SURROUNDING PUBLIC STREETS DURING EXISTING STORM SEWER INLET JENNY ROMANO, PE #44401 DATE
CONSTRUCTION. REFER TO EROSION CONTROL PLANS AND DETAILS FOR INFORMATION.
EXISTING FIRE HYDRANT
7. GENERAL CONTRACTOR TO PROVIDE BARRICADE PROTECTION WITH FLASHING LIGHTS AROUND ALL FOOTINGS, EXCAVATIONS AND ALL OFFSITE WORK.
8. SEE THE SITE SURVEY FOR SURVEY INFORMATION AND LEGAL DESCRIPTION.
9. THE PROPOSED STORM SYSTEM ONSITE IS PRIVATELY OWNED AND MAINTAINED.
10. IN LANDSCAPING AREAS ADJACENT TO PROPOSED BUILDING, MINIMUM SLOPE SHALL BE 5% FOR THE FIRST 5'.
1. GC SHALL BE RESPONSIBLE FOR PERMITTING OF PROPOSED RETAINING WALL.
TOWN APPROVAL BLOCK
12. EXCAVATION AND EMBANKMENT SHALL MEET SECTION 203 OF CDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION OR
REQUIREMENTS OTHERWISE SET FORTH IN THE APPROVED SOILS REPORT. TOWN OF CASTLE ROCK APPROVAL
13. ANY FILL MATERIAL REQUIRED TO BRING THE SITE TO GRADE SHALL BE CLEAN FILL DIRT APPROVED BY GEQTECHNICAL ENGINEER AND SHALL BE PLANDSA?ER%FH%%ﬁ{oémmvg&ﬁgSO'XEPYRE(')AVRA{ROM
PLACED AND COMPACTED PER GEOTECHNICAL REPORT RECOMMENDATIONS. il bl Mitdlide
14. ALL CUT OR FILL SLOPES SHALL BE 3:1 OR FLATTER UNLESS OTHERWISE NOTED. . APPROVED
APPROVED BY: e ROCK o
SR AR By jkirkpatrick
15. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY TO ASSURE A SMOOTH FIT AND CONTINUOUS GRADE. on 08/05/2026
APPROVED-CD26-0041 PLANS.pdf
16. RETAINING WALLS, SECTIONS OF RETAINING WALLS 4—FEET IN HEIGHT OR TIERED WALLS MUST BE DESIGNED BY A STRUCTURAL ENGINEER LICENSED Record Document on File
IN THE STATE OF COLORADO AND MUST RECEIVE A BUILDING PERMIT FROM THE TOWN OF CASTLE ROCK PRIOR TO ISSUANCE OF THE PUBLIC DEVELOPMENT SERVIGES DATE

WORKS PERMIT.
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Gaioway

5500 Greenwood Plaza Blvd., Suite 200
Greenwood Village, CO 80111
303.770.8884

GallowayUS.com

CONSTRUCTION DOCUMENT - EARLY GRADING
DAWSON TRAILS FILING No. 2, AMENDMENT 4

DAWSON TRAILS BLVD & GAMBEL RIDGE BLVD
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# Date Issue / Description Init.

A 06/19/2026 1st CD Submittal JRR

‘B 08/04/2026 2nd CD Submittal JRR

Project No: KSS000165

Drawn By: RDG

Checked By: JRR

Date: 12/05/25
OVERALL GRADING PLAN
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