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SITE DEVELOPMENT PLAN

AMENDING THE MILESTONE FILING NO.4, LOT 1, FINAL PD SITE PLAN
AND FINAL PD SITE PLAN MINOR AMENDMENT

ZONING COMPARISON

ZONING PLANNED DEVELOPMENT MILESTONE = OFFICE CAMPUS
USE AREA FUEL STATION WITH CONVENIENCE STORE
LOT LOT 1

SITE AREA S.F./ ACRES

77,865 S.F. / 1.79 ACRES

LOCATED IN THE SOUTHWEST QUARTER OF SECTION 26, TOWNSHIP 7 SOUTH, RANGE 67 WEST OF THE 6TH P.M.

TOWN OF CASTLE ROCK, COUNTY OF DOUGLAS, STATE OF COLORADO

WALMART FUEL STATION #984-543

CART CORRALS (NOT INCLUDED IN PARKING COUNTS BELOW)

REQUIRED PROPOSED
BUILDING AREA N.A. 1,618 S.F.
PERMITTED USE PER APPROVED PD FUEL STATION S H E ET I N D EX
MINIMUM LOT SIZE 1 ACRE 1.79 ACRE
MAXIMUM BUILDING COVERAGE 100% 2.08% Sheet Number Sheet Tltle
MINIMUM FRONT YARD SETBACK N/A 102.35'
/ 1of13 COVER SHEET
MINIMUM REAR YARD SETBACK N/A 731.54'
MINIMUM SIDE YARD SETBACK N/A 402.57" 2 0f 13 GENERAL NOTES
MINIMUM SIDE TO STREET SETBACK N/A 209.19'
CONVENIENCE STORE: 13'-4 1/4" (1 STORY) 30713 OVERALL SITE PLAN
MAXIMUM BUILDING HEIGHT 350" CANOPY: 166"
4 of 13 SITE PLAN
MAXIMUM BUILDING SLOPE 1:12 PITCH FLAT
1 SPACE PER EMPLOYEE 01 5of 13 FIRE EXHIBIT
2 SPACES PER PUMP ISLAND 12
MINIMUM FUEL STATION PARKING 4 SPACES PER 1,000 SF OF GFA (1 PER 250) 07
TOTAL 20 6 0of 13 GRADING PLAN 1
MINIMUM FUEL STATION ADA PARKING 1 1
7 of 13 GRADING PLAN 2
EXISTING WALMART PARKING 823 MIN - 926 MAX SPACES 893
PROPOSED WALMART PARKING 823 MIN - 926 MAX SPACES 838 8 0f 13 UTILITY PLAN iy
SITE UTILIZATION Barranca Dr
90of 13 LANDSCAPE PLAN
S.F. % OF TOTAL
BUILDING COVERAGE 1,618 S.F. 4.79% 10 of 13 SITE PHOTOMETRIC PLAN
FUEL CANOPY/UNDERGROUND STORAGE .
TANKS COVERAGE 6515 5.F. 19.25% 110f 13 COLORED ELEVATIONS
PARKING COVERAGE 2,599 S.F. 7.68% <
- (o)
STREET COVERAGE 16,952 S.F. 50.09% 12 0f 13 1440 C-STORE & CANOPY ELEVATIONS 8
Q
o, >
LANDSCAPING/OPEN SPACE COVERAGE 4,128 S.F. 12.20% 13 of 13 SERVICE BUILDING ELEVATIONS Q
CONCRETE SIDEWALK COVERAGE 2,030 S.F. 6.00% §
TOTAL 60,149 S.F. 100.00% .
SITE UTILIZATION NOT TO SCALE
Latitude: 38°51'24" N
BUILDING COVERAGE =4.79% .
PROVIDED = 4.79% (1,618 SF OR 0.037 ACRE) Longitude: 104°4316" W
FUEL CANOPY/UNDERGROUND STORAGE | PROVIDED = 19.25% (6,515 SF OR 0.15 ACRE)
TANKS COVERAGE
SIDEWALK COVERAGE PROVIDED = 6.00% (2,030 SF OR 0.047 ACRE)
STREET COVERAGE PROVIDED = 50.09% (16,952 SF OR 0.389 ACRE)
OPEN SPACE/LANDSCAPE COVERAGE PROVIDED = 12.20% (4,128 SF OR 0.095 ACRE)
PARKING COVERAGE PROVIDED = 7.68% (2,599 SF OR 0.06 ACRE)
SITE ANALYSIS TABLE (EXISTING STORE)
EXISTING PROPOSED
TOTAL BUILDING AREA 205,707 S.F. 207,325 S.F.
REQUIRED WALMART PARKING (PER AH)) 823 SPACES 830 SPACES
REQUIRED WALMART PARKING RATIO (PER AH)) 4.00/1,000 S.F. 4.00/1,000 S.F.
REQUIRED FUEL STATION PARKING (PER AH)) N/A 20 SPACES
REQUIRED FUEL STATION PARKING RATIO (PER AHJ) 12.36/1,000 S.F.
PROPOSED FUEL STATION PARKING N/A 20 SPACES
PROPOSED FUEL STATION PARKING RATIO 12.36/1,000 S.F.
REQUIRED PARKING (PER ECR/CC&R) 823 SPACES 7 SPACES
REQUIRED PARKING RATIO (PER ECR/CC&R) 4.00/1,000 S.F. 4.00/1,000 S.F.
CUSTOMER AND ASSOCIATE PARKING 802 SPACES 727 SPACES
WALMART ACCESSIBLE PARKING 28 SPACES 28 SPACES
FUEL STATION ACCESSIBLE PARKING N/A 1 SPACES
FUEL STATION CUSTOMER AND ASSOCIATE PARKING N/A 19 SPACES
EV PARKING 0 SPACES 0 SPACES
PICKUP PARKING 17 SPACES 17 SPACES

25 CORRALS / 46 SPACES

25 CORRALS / 46 SPACES

PROPOSED TOTAL PARKING EXCLUDING PICKUP STALLS
PROPOSED PARKING RATIO EXCLUDING PICKUP STALLS

830 SPACES
4.03/1,000 S.F.

775 SPACES
3.74/1,000 S.F.

PROPOSED TOTAL PARKING INCLUDING PICKUP STALLS
PROPOSED PARKING RATIO INCLUDING PICKUP STALLS

847 SPACES
4.12/1,000 S.F.

792 SPACES
3.82/1,000 S.F.

\.

PROPOSED TOTAL PARKING INCLUDING PICKUP STALLS AND CART CORRALS
PROPOSED TOTAL PARKING RATION INCLUDING PICKUP STALLS AND CART CORRALS

893 SPACES
4.34/1,000 S.F.

838 SPACES
4.04/1,000 S.F.

v

OWNERSHIP CERTIFICATION

THE UNDERSIGNED ARE ALL THE OWNERS OF CERTAIN LANDS IN THE TOWN OF CASTLE ROCK,
COUNTY OF DOUGLAS AND STATE OF COLORADO DESCRIBED HEREIN.

WAL-MART REAL ESTATE BUSINESS TRUST, A DELAWARE BUSINESS TRUST
SIGNED THIS DAY OF , 20

TITLE CERTIFICATION

l, , AN AUTHORIZED REPRESENTATIVE OF

, ATITLE INSURANCE COMPANY LICENSED TO DO
BUSINESS IN THE STATE OF COLORADO, HAVE MADE AN EXAMINATION OF THE PUBLIC
RECORDS AND STATE THAT ALL OWNERS, MORTGAGEES AND LIENHOLDERS OF THE
PROPERTY ARE LISTED IN THE CERTIFICATE OF OWNERSHIP AND LIENHOLDER
SUBORDINATION CERTIFICATE.

AUTHORIZED REPRESENTATIVE

TITLE COMPANY

SIGNED THIS DAY OF , 20

NOTARY BLOCK

SUBSCRIBED AND SWORN TO BEFORE ME THIS DAY OF ,
20 BY AS AUTHORIZED REPRESENTATIVE
OF

WITNESS MY HAND AND OFFICIAL SEAL.

NOTARY PUBLIC
MY COMMISSION EXPIRES:

SURVEYOR’S CERTIFICATE

I, JAMES G. TEMPLE, A LICENSED PROFESSIONAL LAND SURVEYOR IN

THE STATE OF COLORADO, DO HEREBY CERTIFY THAT THE SURVEY AND LEGAL DESCRIPTION
REPRESENTED BY THIS SITE DEVELOPMENT PLAN WAS MADE UNDER MY SUPERVISION AND THE
MONUMENTS SHOWN THEREON ACTUALLY EXIST AND THIS SITE DEVELOPMENT PLAN
ACCURATELY REPRESENTS THAT SURVEY.

LICENSED LAND SURVEYOR DATE
PLS CO # 38232

WATER RIGHTS DEDICATION AGREEMENT STATEMENT:

THE PROVISION OF MUNICIPAL WATER TO THIS SUBDIVISION IS SUBJECT TO THE TERMS AND CONDITIONS
OF THE MILESTONE FILING NO. 4 SUBDIVISIONS IMPROVEMENT AGREEMENT, RECORDED ON THE 12TH
DAY OF DECEMBER 1998, AT RECEPTION NO. 1998105513 AT B1644 P0529 AND ACCORDINGLY [0.75]
SFE'S WILL BE DEDUCTED FOR COMMERCIAL USE AND [0.94] SFE'S WILL BE DEDUCTED FOR IRRIGATION.

RESOURCE LIST:

OWNER/DEVELOPER

WALMART REAL ESTATE BUSINESS TRUST

2608 SOUTHEAST J STREET
BENTONVILLE, AR 72716-5510
TRENT RACHEL

PH: (479) 204-0136

CIVIL ENGINEER

CEI' ENGINEERING ASSOC. INC.

710 W. PINEDALE AVE.
FRESNO, CA. 93711
JENNIFER PERKINS
PROJECT MANAGER
TOM BURRY, P.E.

PH: (559) 447-3119

LAND SURVEYOR

CEI' ENGINEERING ASSOCIATES, INC

3108 SW REGENCY PKWY
BENTONVILLE, AR 72712
JAMES TEMPLE

PH: (479) 273-9472

ARCHITECT

SGA DESIGN GROUP

105 NW 2ND STREET, SUITE 307
BENTONVILLE, AR 72712-5258
AMANDA CONWAY

PH: (918) 587-8602, 525 (EXT.)

GEOTECHNICAL ENGINEER

ECS SOUTHWEST, LLP
3033 KELLWAY DRIVE, SUITE 110
CARROLLTON, TX 75006
MICHAEL BAUNA, P.E.
PRINCIPAL ENGINEER

PH: (972) 392-3222

PROPOSED IMPROVEMENTS:

THE PROPOSED AREA OF THE FUELING STATION IS APPROXIMATELY 77,865 SQUARE FEET (1.79 ACRE). THE
IMPROVEMENTS INCLUDE A SIX (6) INLINE FUELING STATION WITH AN APPROXIMATE 1,621 SQUARE FOOT
MODULAR BUILDING AND THREE (3) UNDERGROUND STORAGE TANKS. PER THE PROVIDED SITE PLAN, THE
SITE WILL PROVIDE 20 PARKING STALLS, ONE (1) OF WHICH IS A VAN ACCESSIBLE SPACE. SITE INGRESS AND
EGRESS WILL OCCUR THROUGH THE EXISTING SUPERCENTER PARKING LOT WITH LANDSCAPE ISLANDS
ADDED TO DIRECT TRAFFIC CIRCULATION BETWEEN THE EXISTING PARKING LOT AND PROPOSED FUELING
STATION. PEDESTRIAN PATH OF TRAVEL IS PROPOSED TO CONNECT THE FUEL STATION TO THE
SUPERCENTER AS WELL AS THE EXISTING SIDEWALKS ALONG SAM WALTON LANE TO THE PUBLIC RIGHT OF
WAY. SITE SIGNAGE FOR THE PROPOSED DEVELOPMENT INCLUDES CANOPY SIGNAGE AS WELL AS
MONUMENT PRICE SIGNAGE AS REQUIRED BY STATE LAW. THE PROPOSED PROJECT FOLLOWS AND
PROMOTES THE EXISTING COMMERCIAL LAND USE AND THE EXISTING SURROUNDING COMMERCIAL
AESTHETICAL FEATURES OF THE AREA. IT PROVIDES THE COMMUNITY A MORE ONE-STOP-SHOP AND IS
AESTHETICALLY PLEASING MEETING THE PEDESTRIAN-FRIENDLY AND VEHICULAR PATHS OF TRAVEL. DAILY
VISITS TO THE PROPOSED SITE WILL BE FROM WALMART CUSTOMERS AND PASS-BY TRIPS OF VEHICLES TO
THE SURROUNDING DEVELOPMENTS. PROPOSED ONSITE LIGHTING WILL BE THE MAIN COUNTER MEASURE

TO CRIME.

& Benchmark Information @

CEI ENGINEERING ASSOCIATES, INC.

710 W PINEDALE AVE
FRESNO, CA 93711
PHONE: (559) 447-3119
FAX: (559) 447-3129

Benchmark #1: 5/8" rebar with CEl cap located in an island in parking lot southeast of Wal-Mart
building, approximately 48.0' west of a light pole w/3-lamps and approximately 63.6' east of a light
pole w/2-lamps.

N:1573050.83'

E:3180310.61'

Elev. = 6211.44'

THE CONTRACTOR SHALL ESTABLISH A TEMPORARY BENCHMARK OUTSIDE THE DESIGNATED
CONSTRUCTION BOUNDARIES PRIOR TO STARTING CONSTRUCTION ACTIVITIES. THE CURRENT
BENCHMARK IS SITUATED WITHIN THE LIMITS OF CONSTRUCTION.

LEGAL DESCRIPTION:

LOT1,

MILESTONE FILING NO. 4, FIRST AMENDMENT
TOWN OF CASTLE ROCK,

COUNTY OF DOUGLAS,

STATE OF COLORADO.

STATEMENT OF DIRECTOR OF DEVELOPMENT SERVICES APPROVAL

THIS SITE DEVELOPMENT PLAN WAS APPROVED BY THE DIRECTOR OF DEVELOPMENT SERVICES
OF

THE TOWN OF CASTLE ROCK, COLORADO ON THE DAY OF ,
20 .

DIRECTOR OF DEVELOPMENT SERVICES

CIVIL ENGINEER’S STATEMENT

I, THOMAS A. BURRY , BEING A LICENSED PROFESSIONAL ENGINEER IN
THE STATE OF COLORADO, HEREBY ATTEST THAT ALL ROADWAY, GRADING, UTILITY AND
DRAINAGE IMPROVEMENTS IDENTIFIED ON THIS SITE DEVELOPMENT PLAN HAVE BEEN
DESIGNATED AND ENGINEERED IN CONFORMANCE WITH ALL TOWN OF CASTLE ROCK PUBLIC

WORKS CONSTRUCFHSN STANDARDS.
) /7{ 12/6/2024
LLZIEE‘{KBHD/PROFESSIONAMER DATE

O #47294

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021

REVISION

NO. | DESCRIPTION

DATE

WALMART FUEL STATION #984-543

133 SAM WALTON LANE
CASTLE ROCK, COLORADO

PROFESSIONAL OF RECORD TAB
PROJECT MANAGER JAP
DESIGNER MD
CEI PROJECT NUMBER 32644
DATE 12/4/2024
REVISION -
COVER SHEET

SHEET TITLE
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2024 CEI ENGINEERING ASSOCIATES, INC.
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SITE DEVELOPMENT PLAN GENERAL NOTES:

FIRE NOTES:

APPROVAL OF THIS SITE DEVELOPMENT PLAN DOES NOT CONSTITUTE APPROVAL OF ANY
DEVIATIONSFROM TOWN OF CASTLE ROCK REGULATIONS AND STANDARDS. ALL
DEVIATIONS FROM TOWN REGULATIONS AND STANDARDS ARE SUBJECT TO THE
APPROPRIATE PROCEDURES FOR APPROVAL. THERE MAY BE SUBSEQUENT AMENDMENTS.

IF FIRE APPARATUS ACCESS ROADS OR WATER SUPPLY FOR FIRE PROTECTION IS REQUIRED
TO BE INSTALLED, SUCH PROTECTION SHALL BE INSTALLED AND MADE SERVICEABLE PRIOR
TO VERTICAL CONSTRUCTION.

2. FIRE HYDRANT(S) ARE REQUIRED TO BE INSTALLED AND MADE SERVICEABLE PRIOR TO AND
2. "THISSITE IS ZONED PLANNED DEVELOPMENT MILESTONE OFFICE CAMPUS.” DURING THE TIME OF CONSTRUCTION.
3. THIS PROPERTY IS LOCATED WITHIN ZONE X AS PER FEMA FIRM PANEL NO. 08035C0188G 3. IT IS THE RESPONSIBILITY OF THE PROPERTY OWNER TO MAINTAIN DRIVE LANES FOR
DATED MARCH 16, 2016. PORTIONS OF THE PROPERTY ARE LOCATED WITHIN A EMERGENCY VEHICLE INGRESS AND EGRESS, INCLUDING SNOW REMOVAL.
DESIGNATED 100-YEAR FLOODPLAIN ZONE A.
4. ALLEMERGENCY ACCESS ROADS, EMERGENCY ACCESS GATES AND SIGNAGE SHALL COMPLY
4. IF THE PROJECT WILL BE LOCATED WITHIN 300 FEET OF THE 100 YR. FLOODPLAIN, WITH THE TOWN OF CASTLE ROCK FIRE DEPARTMENT REQUIREMENTS AND SHALL BE
APPROVAL FROM THE U.S. FISH AND WILDLIFE SERVICE WILL BE REQUIRED FOR POTENTIAL MAINTAINED BY METROPOLITAN DISTRICT, HOMEOWNERS ASSOCIATION, OR OTHER
DISTURBANCE OF THE PREBLE’S MEADOW JUMPING MOUSE HABITAT. PLEASE SEE LINK PROPERTY MANAGEMENT ENTITY.
BELOW FOR INFORMATION RELATED TO THE PREBLE’S MEADOW JUMPING.
5.  APPROVED FIRE APPARATUS ACCESS ROADS SHALL BE PROVIDED FOR EVERY FACILITY,
5. RETAINING WALLS IN COMMON AREAS OR THAT SPAN MULTIPLE LOTS REGARDLESS OF BUILDING OR PORTION OF A BUILDING CONSTRUCTED OR MOVED INTO, OR WITHIN THE
SIZE/HEIGHT MUST BE LOCATED IN A TRACT. THE RETAINING WALLS MUST BE MAINTAINED JURISDICTION. THE FIRE APPARATUS ACCESS ROAD SHALL EXTEND TO WITHIN 150 FEET OF
BY THE HOA OR METRO DISTRICT. ALL PORTIONS OF THE FACILITY AND ALL PORTIONS OF THE EXTERIOR WALLS OF THE FIRST
STORY OF THE BUILDING AS MEASURED BY AN APPROVED ROUTE AROUND THE EXTERIOR
6.  THE TOWN OF CASTLE ROCK REQUIRES THAT MAINTENANCE ACCESS BE PROVIDED TO ALL OF THE BUILDING OR FACILITY.
STORM DRAINAGE FACILITIES TO ASSURE CONTINUOUS OPERATIONAL CAPABILITY OF THE
SYSTEM. THE PROPERTY OWNER, SUBSEQUENT OWNERS, HEIRS, SUCCESSORS AND ASSIGNS 6. DEAD-END FIRE ACCESS ROADS IN EXCESS OF 150 FEET SHALL PROVIDE AN APPROVED AREA
SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL DRAINAGE FACILITIES INCLUDING, FOR TURNING AROUND FIRE APPARATUS.
BUT NOT LIMITED TO, INLETS, PIPES, CULVERTS, CHANNELS, DITCHES, HYDRAULIC
STRUCTURES, AND DETENTION BASINS LOCATED ON THIS PROPERTY, UNLESS MODIFIED BY 7. FIRE APPARATUS ACCESS ROADS SHALL HAVE AN UNOBSTRUCTED WIDTH OF NOT LESS
THE SUBDIVISION IMPROVEMENTS AGREEMENT. SHOULD THE OWNER FAIL TO THAN 20 FEET, EXCLUSIVE OF SHOULDERS, EXCEPT FOR APPROVED SECURITY GATES AND AN
ADEQUATELY MAINTAIN SAID FACILITIES, THE TOWN SHALL HAVE THE RIGHT TO ENTER SAID UNOBSTRUCTED VERTICAL CLEARANCE OF NOT LESS THAN 13 FEET, 6 INCHES.
PROPERTY FOR THE PURPOSES OF OPERATION AND MAINTENANCE. ALL SUCH
MAINTENANCE COSTS WILL BE ASSESSED TO THE PROPERTY OWNER, SUBSEQUENT 8. FIRE APPARATUS ACCESS ROADS SHALL BE DESIGNED AND MAINTAINED TO SUPPORT THE
OWNERS, HEIRS, SUCCESSORS AND ASSIGNS. THE MAINTENANCE COSTS SHALL INCLUDE ALL IMPOSED LOADS OF FIRE APPARATUS WEIGHING AT LEAST 88,000 POUNDS, AND SHALL BE
ACTUAL COSTS FOR LABOR, EQUIPMENT AND MATERIALS AND A 25% FEE. SURFACED SO AS TO PROVIDE ALL-WEATHER DRIVING CAPABILITIES. THE TERM
“ALL-WEATHER DRIVING CAPABILITIES” HAS BEEN INTERPRETED TO MEAN EITHER
7. PURSUANT TO THE TOWN OF CASTLE ROCK LANDSCAPE REGULATIONS THE PROPERTY CONCRETE OR ASPHALT, OR OTHER APPROVED DRIVING SURFACE DESIGNED BY AN
OWNER, SUBSEQUENT OWNERS, HEIRS, SUCCESSORS AND ASSIGNS SHALL BE RESPONSIBLE ENGINEER AND APPROVED BY THE FIRE DEPARTMENT.
FOR THE PROPER MAINTENANCE OF THE AREA SUBJECT TO THE APPROVED SITE
DEVELOPMENT PLAN. LANDSCAPING WITHIN PUBLIC RIGHTS-OF-WAY IS TO BE MAINTAINED 9. “NO PARKING FIRE LANE” SIGNS ARE REQUIRED IN AREAS THAT MEET THE FOLLOWING
ASSOCIATION, AS APPLICABLE. LANDSCAPING SHALL BE CONTINUQUSLY MAINTAINED BE POSTED ON BOTH SIDES OF FIRE ACCESS ROADWAYS, PUBLIC OR PRIVATE ROADWAYS
INCLUDING NECESSARY WATERING, WEEDING, PRUNING, MOWING, PEST CONTROL, AND AND DRIVEWAYS LESS THAN 26 FEET WIDE. SIGNS SHALL BE POSTED ON ONE SIDE ONLY OF
REPLACEMENT OF DEAD OR DISEASED PLANT MATERIAL. UPON WRITTEN NOTICE BY THE FIRE ACCESS ROADWAYS, PUBLIC OR PRIVATE ROADWAYS OR DRIVEWAYS BETWEEN 26
LANDSCAPE MATERIAL. IN THE CASE OF DISEASED LANDSCAPE MATERIAL, A SHORTER PUBLIC OR PRIVATE ROADWAYS OR DRIVEWAYS GREATER THAN OR EQUAL TO 32 FEET
COMPLIANCE PERIOD MAY BE SPECIFIED IN SAID NOTICE. THE TOWN OF CASTLE ROCK WIDE.
WATER CONSERVATION ORDINANCE REGULATES TIMES OF SEASONAL IRRIGATION AND ., ,
PROHIBITS THE WASTING OF POTABLE WATER THROUGH IMPROPER IRRIGATION. 10. “FIRE LANE NO PARKING® CURB MARKING. ALL DESIGNATED LANES SHALL BE
ACCOMPANIED WITH CURB MARKINGS IN A WEATHER RESISTANT RED PAINT. REFLECTIVE
8. FINAL LANDSCAPE AREA, COVERAGE AND PLANT QUANTITIES, SHALL MEET OR EXCEED PAINT MAY BE USED FOR HIGHER VISIBILITY. CURBING SHALL BE LABELED, “NO PARKING -
QUANTITIES REPRESENTED IN THIS SITE DEVELOPMENT PLAN. ANY CHANGES TO THE FIRE LANE” IN ALL UPPER CASE LETTERS. LETTERING SHALL BE NO LESS THAN THREE (3”)
APPROVED LANDSCAPE PLANS SHALL REQUIRE AN SDP AMENDMENT. INCHES HIGH WITH WHITE LETTERING ON A RED BACK GROUND AND PLACED ON THE FACE
AND TOP OF THE CURB. LETTERING SHALL BE LOCATED NO MORE THAN FIFTY (50') APART
9. THE NUMBER OF PARKING SPACES ARE BASED ON THE PROPOSED USES ON THIS SITE AND WITHIN FIVE FEET OF THE BEGINNING AND END OF ANY FIRE LANE.
DEVELOPMENT PLAN. A CHANGE OF USE TO A MORE PARKING INTENSIVE USE AS
IDENTIFIED IN CHAPTER 17.54 OF THE CASTLE ROCK MUNICIPAL CODE OR APPLICABLE 11. THE DEVELOPER UNDERSTANDS THAT AS THE PROJECT DEVELOPS THERE MAY BE FIRE AND
PLANNED DEVELOPMENT ZONING WILL REQUIRE AN AMENDMENT TO THIS SITE LIFE SAFETY PROVISIONS OF THE TOWN OF CASTLE ROCK ADOPTED INTERNATIONAL FIRE
DEVELOPMENT PLAN. CODE (IFC) OR COMMUNITY WILDFIRE PROTECTION PLAN (CWPP) THAT MAY ARISE, AND
WERE NOT CLEARLY VISIBLE DURING THE INITIAL REVIEWS, BUT MAY REQUIRE CORRECTIVE
10. A SIGN PERMIT FOR EACH SIGN MUST BE OBTAINED FROM THE TOWN OF CASTLE ROCK ACTION. THESE ITEMS MAY INCLUDE, BUT ARE NOT LIMITED TO: FIRE FLOW
ZONING DIVISION PRIOR TO PLACING ANY SIGN ON THE PROPERTY. ALL SIGNS MUST REQUIREMENTS, FIRE HYDRANT PLACEMENT, ACCESS, ETC.
COMPLY WITH THE PROVISIONS OF TITLE 19 (SIGN CODE REGULATIONS) OF THE MUNICIPAL
CODE OR APPLICABLE PLANNED DEVELOPMENT ZONING REGULATIONS.
11.  ANY STREET SIGNS, STRIPING, STREET LIGHTS AND CURB RAMPS ARE CONCEPTUAL ONLY
AND SUBJECT TO TOWN REVIEW WITH THE CONSTRUCTION DOCUMENTS. THESE ITEMS
SHALL COMPLY WITH THE TOWN OF CASTLE ROCK’S REGULATIONS, STANDARDS AND
REQUIREMENTS.
12.  THE DEVELOPER SHALL CONFORM TO THE TOWN OF CASTLE ROCK “WATER USE
MANAGEMENT PROGRAM IMPLEMENTATION POLICY”, AS AMENDED FROM TIME TO TIME,
FOR THIS PROJECT.
13.  NO SOLID OBJECT (EXCLUDING FIRE HYDRANTS, TRAFFIC CONTROL DEVICES AND TRAFFIC
SIGNS) EXCEEDING THIRTY (30) INCHES IN HEIGHT ABOVE THE FLOW LINE ELEVATIONS OF
THE ADJACENT STREET, INCLUDING BUT NOT LIMITED TO BUILDINGS, UTILITY CABINETS,
WALLS, FENCES, LANDSCAPE PLANTINGS, CROPS, CUT SLOPES, AND BERMS SHALL BE
PLACED WITHIN SIGHT DISTANCE LINES AND SIGHT DISTANCE EASEMENTS.
14.  ALL PROPOSED UTILITY, DRAINAGE, EMERGENCY ACCESS, SIGHT DISTANCE AND PUBLIC
ACCESS/TRAIL EASEMENTS AS SHOWN ON THE SITE DEVELOPMENT PLAN ARE CONCEPTUAL
AND SHALL BE ESTABLISHED WITH A PLAT OR SEPARATE DOCUMENT.
15.  UNLESS OTHERWISE NOTED, ALL LOTS SHALL HAVE A 10-FOOT UTILITY EASEMENT ALONG
THE FRONT AND REAR LOT LINES AND ALONG ALL PUBLIC RIGHTS-OF-WAY AND SHALL HAVE
5-FOOT UTILITY EASEMENTS ALONG EACH SIDE LOT LINE. THESE UTILITY EASEMENTS ARE
FOR THE INSTALLATION, MAINTENANCE AND OPERATION OF UTILITIES AND DRAINAGE
FACILITIES INCLUDING, BUT NOT LIMITED TO STREET LIGHTS, ELECTRIC LINES, GAS LINES,
CABLE TELEVISION LINES, FIBER OPTIC LINES AND TELEPHONE LINES, WATER METERS, FIRE
HYDRANTS AND CURB BOXES AS WELL AS PERPETUAL RIGHT FOR INGRESS AND EGRESS FOR
INSTALLATION, MAINTENANCE AND REPLACEMENT OF SUCH LINES. ANY VARIATION FROM
THIS REQUIRES AN APPROVED TECHNICAL CRITERIA VARIANCE.
16.  ALL SUBDIVISIONS SHALL INCLUDE ADEQUATE EASEMENTS TO ACCOMMODATE THE
CONSTRUCTION, MAINTENANCE AND REPAIR OF ALL PUBLIC ACCESS, SIDEWALKS, TRAILS,
WATER SUPPLY SYSTEM, WASTE WATER SYSTEMS, STORM WATER MANAGEMENT SYSTEM
AND EROSION CONTROL FACILITIES, TELECOMMUNICATIONS AND OTHER UTILITIES
REQUIRED TO PROVIDE EACH UTILITY TO EACH OCCUPIED STRUCTURE IN THE SUBDIVISION.
17. NO STRUCTURE SHALL BE CONSTRUCTED OVER ANY PORTIONS OF A RECORDED TOWN
EASEMENT UNLESS A REVOCABLE LICENSE IS APPROVED BY THE TOWN AND THE
STRUCTURE WILL NOT INTERFERE WITH THE INTENDED USE OF THE EASEMENT.
18.  ANY STRUCTURES PLACED IN THE EASEMENT INCLUDING BUT NOT LIMITED TO PAVING,

FENCING, RETAINING WALLS AND LANDSCAPING SHALL BE REMOVED AND REPLACED BY
THE OWNER UPON THE REQUEST OF THE UTILITIES DEPARTMENT OR PRIVATE UTILITY
COMPANY SO THAT MAINTENANCE MAY BE PERFORMED. THE OWNER OF THE LAND SHALL
AGREE TO HOLD THE TOWN AND/OR PRIVATE UTILITY COMPANY HARMLESS FOR ANY LOSS
OF PROPERTY OR LANDSCAPING AND IRRIGATION REMOVED FROM THE EASEMENT OR
DAMAGED DUE TO MAINTENANCE ACTIVITIES AND ALL ASSOCIATED COSTS.

CEl ENGINEERING ASSOC., INC.

710 W PINEDALE AVE
FRESNO, CA 93711
PHONE: (559) 447-3119
FAX: (559) 447-3129

REVISION

NO.

DESCRIPTION

DATE

WALMART FUEL STATION #984-543

133 SAM WALTON LANE

CASTLE ROCK, COLORADO

Walmart 3

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021
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PROPOSED LEGEND p—

CONCRETE CURB AND GUTTER.

h
/ ffffffffffff SAWCUT
\ CURB INLET
GRATE INLET
FIRE HYDRANT

BUILDING CONTROL POINT SO’utions f.or
Land and Life

183.31'_

==’ Ol 52"W /

PROPOSED PARKING SPACES SWSL/4"

PROPOSED LIGHTING (SEE PHOTOMETRIC PLAN)

LIMITS OF STANDARD DUTY ASPHALT, SEE DETAIL SHEETS CEI ENGINEERING ASSOC., INC.

710 W PINEDALE AVE

FRESNO, CA 93711
HEAVY DUTY ASPHALT, SEE DETAIL SHEETS PHONE: (559) 447-3119

FAX: (559) 447-3129

\ ’ : _-'. B ’ PROPOSED CONCRETE PAVING (CIVIL RESPONSIBILITY)
\ : .
. REVISION
A < PROPOSED CONCRETE PAVING (ARCHITECT RESPONSIBILITY)
4 NO. | DESCRIPTION DATE
I S . PEDESTRIAN PATH OF TRAVEL
\
EXISTING LEGEND LEGEND

R

Boundary Line

Easement Line

Easement Line (Released)
Section Line

Flood Hazard Line

Break Line

Underground Fiber Optic Line
Sanitary Sewer Line

Storm Drainage Pipe
Underground Electric Line
Benchmark (BM)

Found Monument (As Noted)
Drainage Manhole (DMH)

Light Pole (1 Lamp)
Light Pole (2 Lamps)

Light Pole (3 Lamps)
Cart Corral

Tree (Deciduous)

Tree (Evergreen)

Traffic Sign (Type of Sign)
Polyvinyl Chloride Pipe
Reinforced Concrete Pipe
Right-of-Way

Record Bearing & Distance per
Rec. No. DC99023457
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Grate Inlet (Gl)
Sewer Manhole (SMH) Flood Zone "A"

Electric Vault

Public R/W Dedication
Per DC99023457
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PROPOSED LEGEND

O SITE KEYNOTES

777777777777 SAWCUT

CURB INLET

GRATE INLET

FIRE HYDRANT

BUILDING CONTROL POINT

CONCRETE CURB AND GUTTER.

PROPOSED PARKING SPACES SWSL/4"

PROPOSED LIGHTING (SEE PHOTOMETRIC PLAN)

LIMITS OF STANDARD DUTY ASPHALT, SEE DETAIL SHEETS

------------------ HEAVY DUTY ASPHALT, SEE DETAIL SHEETS

PROPOSED CONCRETE PAVING (CIVIL RESPONSIBILITY)

Zd
A < PROPOSED CONCRETE PAVING (ARCHITECT RESPONSIBILITY)
A
L I S . PEDESTRIAN PATH OF TRAVEL

EXISTING LEGEND LEGEND

Boundary Line

Easement Line

Easement Line (Released)
Section Line

Flood Hazard Line

Break Line

Underground Fiber Optic Line
Sanitary Sewer Line

a \ Storm Drainage Pipe

Underground Electric Line
é‘ H Benchmark (BM)
< Found Monument (As Noted)
L@ Drainage Manhole (DMH)

Grate Inlet (Gl)
Sewer Manhole (SMH)

Electric Vault

SYSL/4" (TYP.)

BM -5/8" REBAR W/CEI CAP
N:1573050.83'
E:3180310.61'
Elev.=6211.44'

"PICK UP",

"TRUCK ENTRANCE ONLY",
SIGN @

"STOP"
SIGN

Light Pole (1 Lamp)
Light Pole (2 Lamps)

Light Pole (3 Lamps)
Cart Corral

Tree (Deciduous)

Tree (Evergreen)

Traffic Sign (Type of Sign)
Polyvinyl Chloride Pipe
Reinforced Concrete Pipe
Right-of-Way

Record Bearing & Distance per

Rec. No. DC99023457

Flood Zone "A"

Public R/W Dedication
Per DC99023457

SYSL/4" (TYP.
.4

>

v OoZZIT AT I OTMMOO®

N<xXg<CHw»mp

6" WIDE FIRE LANE STRIPING PAINTED TRAFFIC RED W/ "NO PARKING FIRE LANE" PAINTED WITH 4" HIGH
WHITE LETTERING AT 25' O.C.

EXISTING WALL MOUNTED SIGN TO BE REPLACED, (PER SIGN PACKAGE).
CONCRETE SIDEWALK.

TRANSFORMER PAD (PER ELEC. CO. AND/OR ARCH. PLANS).

POINT OF RELOCATION.

SAWCUT.

PIPE BOLLARD.

TAPER CURB TO MATCH EXISTING.

ACCESSIBLE PARKING SPACE TYPICAL.

PEDESTRIAN CROSSING SIGN.

CROSSWALK MARKING.

ADA RAMP IN SIDEWALK.

24" CONCRETE CURB.

ARROW PAVEMENT MARKINGS TYPICAL. SEE PLAN FOR TYPE.

"NO PARKING FIRE LANE" SIGN.

INSTALL DETECTABLE WARNING SURFACE THAT EXTENDS THE FULL WITH AS SHOWN AND 3'-0" DEPTH.
WARNING SURFACES SHALL CONFORM TO STATE AND FEDERAL REQUIREMENTS.
CONCRETE ACCESSIBLE RAMP & HAND RAIL.

"STOP" SIGN.

RETAINING WALL, MANUFACTURER: KEYSTONE OR APPROVED EQUAL.

STOP PAVEMENT MARKING. SEE SHEET 10 of 17 - DETAIL SHEET 3.

CANOPY, SEE ARCH PLANS.

UNDERGROUND STORAGE TANK, SEE ARCH PLANS.

UNDERGROUND STORAGE TANK VENTS, SEE ARCH PLANS.

AIR STATION, SEE ARCH. PLANS.

LIGHTING POLE BASE AND FIXTURE, REF GENERAL SITE NOTE L.

DOWN SPOUTS, DISCHARGE AT GRADE, SEE ARCH PLANS.

LANDSCAPE AREA. SEE LANDSCAPE PLANS.

STANDARD DUTY ASPHALT PAVING.

LIMITS OF FUEL CANOPY CONCRETE SLAB, SEE ARCH. PLANS.

SIGN BASE.

EXISTING ATM TO REMAIN

NON-VEGETATION STRIP. REF LANDSCAPE PLANS.

AREA STRIPED FOUR (4) INCH WIDE YELLOW STRIPES, TWO (2) FOOT ON CENTER @ 45°
APPROXIMATE PROPOSED MONUMENT SIGN LOCATION, REF ARCH PLANS.
LANDSCAPE BUFFER.

HEAVY DUTY ASPHALT PAVING.

TRASH ENCLOSURE, REF ARCH. PLANS.

DOWN SPOUTS, CONNECT TO STORM DRAIN, SEE ARCH PLANS.

NOTE:

SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING
UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS.

0 30' 45' 60'

" E—

SCALE IN FEET

SYSL/4" (TYP.)

SysL/4" (TYP.:

"NO OVERNIGHT
PARKING” SIGN _ 2

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021

p—

o

Solutions for
Land and Life

CEl ENGINEERING ASSOC., INC.

710 W PINEDALE AVE
FRESNO, CA 93711
PHONE: (559) 447-3119
FAX: (559) 447-3129

REVISION
NO. | DESCRIPTION DATE
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EXISTING FIRE HYDRANT —\

[ EXISTING FIRE HYDRANT

EXISTING FIRE HYDRANT >

/— EXISTING FIRE HYDRANT

v \OY

\
\

/— EXISTING FIRE HYDRANT

\

/— EXISTING FIRE HYDRANT

\

[

EXISTING FIRE HYDRANT

\

Know what's below.
Call before you dig.

>

0 50' 75' 100'

™ ™ ™

SCALE IN FEET

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021

S

Solutions for
Land and Life

CEl ENGINEERING ASSOC., INC.

710 W PINEDALE AVE
FRESNO, CA 93711
PHONE: (559) 447-3119
FAX: (559) 447-3129
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NO. | DESCRIPTION DATE
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SCALE IN FEET

PROPOSED LEGEND [ ] GRADING PLAN LEGEND

777777777777 GRADE BREAK A LIMITS OF SAWCUT AND PAVEMENT REMOVAL, MATCH EXISTING PAVEMENT
ELEVATIONS, SEE DETAIL SHEETS.
B NOTUSED
CONTOUR ELEVATIONS
XXX C  MODIFIED CURB INLET, SEE DETAIL SHEETS.
D 12" NYLOPLAST INLINE DRAIN WITH BEEHIVE GRATE.
'&'EAF'TEO%ESX'T"I?)',L\'SUPBASDUE\F/,EE'EE;(SEA;/:‘QETTON E  STORM DRAIN CLEANOUT, SEE DETAIL SHEETS.
NOTE F STORM DRAIN MANHOLE, SEE DETAIL SHEETS.
XX XX SPOT ELEVATIONS G NOTUSED
X H  NOTUSED
o COMBINATION INLET | POINT OF CONNECTION CANOPY DRAIN, SEE ARCH PLANS FOR CONTINUATION.
J NOTUSED
K EIGHT (8) INCH - 45° BEND.
E GRATEINLET L EXTERIOR DOWN SPOUT COLLECTOR, SEE DETAIL SHEETS.
M DOWN SPOUTS (CONNECT TO UNDERGROUND STORM DRAIN) SEE ARCH / MEP PLANS.
STORM DRAIN CLEANOUT
C N TWELVE (12) INCH - 45° BEND.
) STORM DRAIN MANHOLE O  REDUCE TWELVE (12) INCH PIPE TO EIGHT (8) INCH PIPE.
P CONNECT TO EXISTING INLET.
|§| cIB Q  NOTUSED
R EIGHT (8) INCH - TEE.
S COMBINATION INLET, SEE DETAIL SHEETS.

JUNCTION BOX

ABBREVIATIONS:
BW BOTTOM OF WALL
E EAST
EG EXISTING SURFACE
EXST EXISTING
FFE FINISH FLOOR ELEVATION
FL FLOWLINE OF DITCH
FS FINISH SURFACE
G FLOWLINE OF GUTTER
INV INVERT ELEVATION
LS LANDSCAPE
N NORTH
RIM TOP OF DRAINAGE STRUCTURE
S SOUTH
TC TOP OF CURB
TG TOP OF GRATE
™ TOP OF WALL
W WEST

EXISTING LEGEND

Boundary Line Light Pole (1 Lamp)

Easement Line Light Pole (2 Lamps)
Easement Line (Released) Light Pole (3 Lamps)
Section Line

Flood Hazard Line

Cart Corral

Break Line Tree (Deciduous)

Underground Fiber Optic Line Tree (Evergreen)

Traffic Sign (Type of Sign)
Polyvinyl Chloride Pipe

Sanitary Sewer Line

Storm Drainage Pipe
Underground Electric Line
Benchmark (BM)

Found Monument (As Noted)
Drainage Manhole (DMH)
Grate Inlet (Gl)

Sewer Manhole (SMH)

Reinforced Concrete Pipe
Right-of-Way

Record Bearing & Distance per
Rec. No. DC99023457

Flood Zone "A"
Electric Vault

Public R/W Dedication
Per DC99023457

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021
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Solutions for
Land and Life

CEl ENGINEERING ASSOC., INC.

710 W PINEDALE AVE
FRESNO, CA 93711
PHONE: (559) 447-3119
FAX: (559) 447-3129
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NO. DATE
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MATCH LINE - REF SHEET 6 of 13 - GRADING PLAN 1
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LIMITS OF SAWCUT AND PAVEMENT REMOVAL, MATCH EXISTING PAVEMENT
ELEVATIONS, SEE DETAIL SHEETS.

DOWN SPOUTS (DISCHARGE AT GRADE), SEE ARCH / MEP PLANS.

MODIFIED CURB INLET, SEE DETAIL SHEETS.

CURB CUT, SEE DETAIL SHEETS.

STORM DRAIN CLEANOUT, SEE DETAIL SHEETS.

STORM DRAIN MANHOLE, SEE DETAIL SHEETS.

NOT USED

NOT USED

POINT OF CONNECTION CANOPY DRAIN, SEE ARCH PLANS FOR CONTINUATION.
RETAINING WALL, MANUFACTURER: KEYSTONE OR APPROVED EQUAL.

EIGHT (8) INCH - 45° BEND.

EXTERIOR DOWN SPOUT COLLECTOR, SEE DETAIL SHEETS.

DOWN SPOUTS (CONNECT TO UNDERGROUND STORM DRAIN) SEE ARCH / MEP PLANS.
TWELVE (12) INCH - 45° BEND.

REDUCE TWELVE (12) INCH PIPE TO EIGHT (8) INCH PIPE.

CONNECT TO EXISTING INLET.

EIGHT (8) INCH - 90° BEND.

EIGHT (8) INCH - TEE.

COMBINATION INLET, SEE DETAIL SHEETS.

VWO VOoOZZITARAR=STIoOMMOO®

Boundary Line

Easement Line

Easement Line (Released)
Section Line

Flood Hazard Line

Break Line

Underground Fiber Optic Line
Sanitary Sewer Line

Storm Drainage Pipe
Underground Electric Line
Benchmark (BM)

Found Monument (As Noted)
Drainage Manhole (DMH)
Grate Inlet (Gl)

Sewer Manhole (SMH)
Electric Vault

Light Pole (1 Lamp)
Light Pole (2 Lamps)

Light Pole (3 Lamps)
Cart Corral

Tree (Deciduous)

Tree (Evergreen)

Traffic Sign (Type of Sign)
Polyvinyl Chloride Pipe
Reinforced Concrete Pipe
Right-of-Way

Record Bearing & Distance per
Rec. No. DC99023457

Flood Zone "A"

Public R/W Dedication
Per DC99023457

PROPOSED LEGEND

GRADE BREAK

XXX CONTOUR ELEVATIONS
LIMITS OF BUILDING PAD OVER-EXCAVATION
REF FOUNDATION SUBSURFACE PREPARATION
NOTE
SPOT ELEVATIONS

@ COMBINATION INLET

= GRATE INLET

C' STORM DRAIN CLEANOUT
) STORM DRAIN MANHOLE

CIB

JUNCTION BOX

ABBREVIATIONS:
BW
E
EG
EXST
FFE
FL
FS
G
INV
N
RIM
S
TC
TG
T™W
W

BOTTOM OF WALL

EAST

EXISTING SURFACE
EXISTING

FINISH FLOOR ELEVATION
FLOWLINE OF DITCH
FINISH SURFACE
FLOWLINE OF GUTTER
INVERT ELEVATION
NORTH

TOP OF DRAINAGE STRUCTURE
SOUTH

TOP OF CURB

TOP OF GRATE

TOP OF WALL

WEST

TC 6215.00
TC 6214.74% 6 621420
EG 6214.24+ )
1
o
\
\
\
\
\
\
\
\
\
TC6217.05 "
G 6216.55
TC6216.25 '\
G 6215.75 \|
TC 6216.07 3
G 6215.57
TC 6215.83 \
G 6215.337 . a%fgag}m
TC 6216.03 / RPN
G 621553 '
TC 6215.45
G 6214.95 TC 6215.47
G 6214.97 >
TC 6215.49
G 6214.99 o \
= o TC 6216.19
— G 6215.69 N
TC 6215.79 | [ o N ST
G 621529 - ¥ LRGN o8
TC6215.83 5 GENE?‘P?&C.\)LP‘
G 6215.33 W0 Ty PER
== \\]\EN
o7 €PSE
ov /
0
=

0 20' 30' 40'

——

SCALE IN FEET

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021
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\

24" EXISTING STORM DRAIN PIPE

56 LF 24" HDPE PIPE "

goC
54 LF 18" HDPE PIPE

gt
o2

36 LF 8" HDPE PIPE

42 LF 8" HDPE PIPE

29 LF 8" HDPE PIPE
3 LF 8" HDPE PIPE

6 LF 6" PIPE @ 1.64%

INV 6205.31

INV 6203.99

'S5 7 INV 6204.95

‘:\\ 6" WYE
‘\\ 8 LF 6" PIPE @ 1.10%

INV 6205.04
45° BEND
13 LF 6" PIPE @ 1.10%
INV 6205.19

INV 6205.29
45° BEND

6 MPD CANOPY .
4,860 S.F 21 LF 8" HDPE PIPE

BM -5/8" REBAR W/CEI CAP
N:1573050.83'
E:3180310.61'

\\ 2 LF 6" PIPE @ 1.10% Elev.=6211.44'

\\ @

19 LF 8" HDPE PIPE

é &\\(1’
-
fé Xzél LF 12" HDPE PIPE /

y'C =

//

() UTILITY LEGEND

A INSTALL 3" SWEEP, MINIMUM RADIUS SHALL BE 10 TIMES
(5) INCH RADIUS).
B FIBER OPTIC CONDUIT TO CONVENIENCE STORE:

CONDUCTOR DIAMETER (MINIMUM FIVE

ONE BY 3" DIAMETER CONDUITS FOR FIBER OPTIC CABLES AND TELEPHONE LINES REQUIRED FROM

BUILDING TO GAS LOT AS NECESSARY, COORDINATE WITH
DIAMETER CARLON TYPE "DB" DIRECT BURIAL TELEPHONE

CURRENT UDCP. THE CONDUITS SHALL BE 3"
DUCT OR 3" SCHEDULE 40 PVC. INSTALL

GALVANIZED PULL WIRE OR PURPLE PROPYL-POLYETHYLENE ROPE WITH A MINIMUM PULLING
TENSION OF 100 POUNDS IN EACH CONDUIT. THE MINIMUM BURIAL DEPTH SHALL BE 24". INSTALL AN
ORANGE DETECTABLE HAZARD TAPE WITH INTEGRAL "BURIED FIBER OPTIC CABLE" WORDING, 12"

ABOVE THE CONDUITS.
C CONCRETE SIDEWALK CUT / REPAIR, SEE ARCH PLANS.
D 1" CONDUIT TO FUEL PRICE READER.

m

PROPOSED LOCATION OF TRANSFORMER PAD. CONTRACTOR TO VERIFY EXACT LOCATION AND SIZE

WITH POWER COMPANY PRIOR TO INSTALLATION. CONTRACTOR SHALL BE RESPONSIBLE FOR

INSTALLATION OF CONCRETE PAD. CONDUIT AND PIPE

BOLLARDS AS REQUIRED BY THE ELECTRIC

COMPANY. CONTRACTOR SHALL COORDINATE SAID WORK WITH THE ELECTRIC COMPANY. FINAL

LOCATION OF TRANSFORMER AND BOLLARD CANN
UNDERGROUND STORAGE TANKS.

-n

OT CONFLICT WITH TRUCK ACCESS TO

CONCRETE ENCASEMENT FOR DI AND PVC PIPES, SEE DETAIL SHEETS.

G LOCATION FOR THIS UTILITY AS SHOWN IS FOR DRAWING PURPOSES ONLY. CONTRACTOR SHALL VERIFY
THE EXACT LOCATION AND DEPTH IN FIELD PRIOR TO THE CONSTRUCTION OF THE PROPOSED UTILITY
LINE TO BE CONNECTED. CONTRACTOR SHALL NOTIFY CEI ENGINEERING IF THE DESIGN AS SHOWN IS

NOT ACHIEVABLE.

H DOMESTIC WATER BUILDING ENTRY , SEE ARCH / MEP PLANS FOR CONTINUATION.

SANITARY SEWER ENTRY, (PER ARCH PLANS).

- —

REQUIREMENTS)

MAINTAIN 18 INCHES VERTICAL SEPARATION.

PROPOSED MOUNTED SIGN, (PER SIGN PACKAGE).
INSTALL CURB STOP

POINT OF CONNECTION - SANITARY SEWER SERVICE.
PRIVATE SANITARY SEWER CLEANOUT, SEE DETAIL SHEETS.

SANITARY STUB OUT FOR FUTURE GREASE TRAP CONNECT

3/4" CONDUIT TO AIR STATION.
1" CONDUIT TO E-STOP AT TANK VENT.

INSTALL BACKFLOW PREVENTOR

FUTURE GREASE TRAP

AIR STATION, REF ARCH PLANS.

2" DOMESTIC WATER LINE.

DIRECTIONAL DRILL PATH (OR OPEN TRENCH) FOR ONE

POINT OF CONNECTION - ELECTRICAL SERVICE TO BE DETERMINED (PER ELECTRICAL COMPANY

SANITARY SEWER LINE FOR FUTURE GREASE TRAP POINT OF ENTRY (PER ARCH PLANS).

ION/INSTALLATION

177 X 30” X 28” “QUAZITE” PG1730BA28 BOX WITH PG1730HHOO LID, OR APPROVED EQUAL.

CONDUITS FOR 400 AMP ELECTRIC SERVICE, REF UTILITY COMPANY PLANS / REQUIREMENTS.

BY THREE (3) INCH FIBER OPTIC CONDUIT.

CONTRACTOR SHALL HAVE CONSTRUCTION METHOD APPROVED BY WALMART PRIOR TO ANY WORK
BEING PERFORMED ON FIBER OPTIC CONDUITS. IF OPEN TRENCH IS APPROVED, BACKFILL MATERIAL IN
TRENCH SHALL BE FLOWABLE FILL PER ASTM D4832 IN LIEU OF COMPACTING SOIL MATERIAL FROM

TRENCH EXCAVATION.

g POINT OF CONNECTION - 1 INCH IRRIGATION WATER SERVICE PER CASTLE ROCK, CO DETAIL PLAN NO.

IR-9

h POINT OF CONNECTION - 2 INCH POTABLE WATER SERVICE PER CASTLE ROCK, CO DETAIL PLAN NO. W-3

AA  BORING PIT.

CC  CONTRACTOR SHALL COORDINATE FIBER OPTIC CONDUIT INSTALLATION WITH STORE MANAGER TO

LIMIT DISTURBANCE TO STORE OPERATION.

DD  FIBER OPTIC AND TELEPHONE POINT OF CONNECTION, CONTRACTOR SHALL COORDINATE WITH
ARCHITECT AND STORE MANAGER FOR FINAL BUILDING ENTRANCE LOCATION.

Il 2 INCH POTABLE WATER METER PER CASTLE ROCK, CO DETAIL PLAN NO. W-3

J 1 INCH IRRIGATION WATER METER PER CASTLE ROCK, CO DETAIL PLAN NO. W-4A

EXISTING LEGEND

Boundary Line Light Pole (1 Lamp) -_— PROPERTY / RIGHT-OF-WAY LINE
Easement Line Light Pole (2 Lamps)
Easement Line (Released) Light Pole (3 Lamps) s STORM DRAIN
Section Line Cart Corral
Flood Hazard Line _ X" ——— CONDUIT
. Tree (Deciduous)
Break Line "
Underground Fiber Optic Line Tree (Evergreen) _ X'G — GAS SERVICE
Sanitary Sewer Li
" anitary fwer /je Traffic Sian (Type of Sign) —— QOHE ——— OVERHEAD ELECTRIC SERVICE
30" EXISTING STORM DRAIN PIPE Storm Drainage Pipe . .
Underground Electric Line Polyviny! Chloride Pipe — OHE]T —— OVERHEAD ELECTRIC AND TELEPHONE SERVICE
Benchmark (BM) R?mforced Concrete Pipe
Found Monument (As Noted) R/ght-of-WaY . -_ OHT —— OVERHEAD TELEPHONE SERVICE
Drainage Manhole (DMH) ngﬁf;@g%gf_gance per —_— QOHTV ——— OVERHEAD TV SERVICE
Grate Inlet (Gl)
Sewer Manhole (SMH) Flood Zone "A" _ X"§ — SANITARY SEWER SERVICE
lectric Vaul
i_“t:cdv"“: UGE —m8 UNDERGROUND ELECTRIC SERVICE
ire Ayaran
Publlc i Dedication — UGE&T—— UNDERGROUND ELECTRIC AND TELEPHONE SERVICE
UGT — — UNDERGROUND TELEPHONE SERVICE
UTILITY NOTES _ UGV ——— UNDERGROUND TV SERVICE
X"\ ———— WATER SERVICE
1. All proposed easements must be recorded prior to issuance of construction permits.
—X"FOC— FIBER OPTIC CONDUIT

2. The minimum separation between waterlines, sanitary sewer and storm sewer lines is 10 feet.

3. The minimum separation between water service lines is 5 feet.

4. This site is located within the Town of Castle Rock 2 (YELLOW) water pressure zone.

UTILITY NOTES

1. THIS SITE IS LOCATED WITHIN THE TOWN OF CASTLE ROCK [M
ZONE.

ETZLER SOUTH BLUE] WATER PRESSURE

2. ALL PROPOSED EASEMENTS MUST BE RECORDED PRIOR TO ISSUANCE OF CONSTRUCTION PERMITS.
3. ALL UTILITY EASEMENTS FOR WATER AND WASTEWATER LINES SHALL BE FOR THE EXCLUSIVE USE OF

THE TOWN SO THAT ACCESS AND MAINTENANCE MAY BE PER

FORMED.

4. THE MINIMUM SEPARATION BETWEEN WATERLINES, SANITARY SEWER AND STORM SEWER LINES IS

10 FEET.
5. THE MINIMUM SEPARATION BETWEEN WATER SERVICE LINES

IS5 FEET.

6. ANY TIE-IN, CROSSING OR LOWERING OF TOWN CRITICAL INFRASTRUCTURE WILL REQUIRE A TIME
AND MATERIALS PERMIT (TMU) WITH FEES REQUIRED PRIOR TO CONSTRUCTION.

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021
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SITE BENCHMARK )

Benchmark #1: 5/8" rebar with CEl cap located in an island in parking lot
southeast of Wal-Mart building, approximately 48.0" west of a light pole
w/3-lamps and approximately 63.6' east of a light

pole w/2-lamps.

N:1573050.83'

E:3180310.61'

e Elev. = 6211.44' e

NOTE:

1 @
Know what's below. Solutions for
SEE ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF .
PORCHES, RAMPS, VESTIBULE, SLOPED PAVING, TRUCK DOCKS, BUILDING a b f d ®
UTILITY ENTRANCE LOCATIONS AND PRECISE BUILDING DIMENSIONS. SCALE IN FEET e ore yo u Ig . an an ’ e

CEI ENGINEERING ASSOCIATES, INC.

710 W PINEDALE AVE
FRESNO, CA 93711
PHONE: (559) 447-3119

EXISTING LEGEND FAX: (559) 447-3129

-@ SITE BENCHMARK
STORM INLET (RECTANGLE)
FIRE HYDRANT
WATER VALVE

IRRIGATION CONTROL VALVE

LIGHT POLE

ELECTRIC VAULT
HANDICAP PARKING

— CONIFEROUS TREE

/ DECIDUOUS TREE

'1:%“

/'/ PROPOSED
/
§ N BOUNDARY LINE
//; // -— RIGHT OF WAY LINE
e U N \ xS
////// _______ STORM DRAIN

Q DECIDUOUS SHRUB

Wiy,

E EVERGREEN SHRUB

KN

LARGE DECIDUOUS TREE

CANOPY AT 5 YEARS
CANOPY AT 10 YEARS

; ; ; 3/4" - 1" DIA. LANDSCAPE ROCK, 3" DEPTH

CITY OF CASTLE ROCK LANDSCAPE NOTES

LANDSCAPE NOTES

1. LANDSCAPE AND IRRIGATION SHALL BE INSTALLED BY ATOWN OF CASTLE ROCK REGISTERED LANDSCAPE CONTRACT
PROFESSIONAL.

2. SLOPES STEEPER THAN 3:1 ARE NOT PERMITTED ON LANDSCAPE PLANS IN THE TOWN OF CASTLE ROCK.

3. DISTANCE OF TREES TO WET UTILITY LINES SHOULD BE A MINIMUM OF TEN (10) FEET.

4. NO TREES, LARGE SHRUBS, OR PERMANENT STRUCTURES ARE ALLOWED IN WET UTILITY AND DRAINAGE EASEMENTS.

5.  FINAL LANDSCAPE AREA, COVERAGE AND PLANT QUANTITIES, SHALL MEET OR EXCEED QUANTITIES REPRESENTED IN THIS
DRAWING AND SHALL CONFORM TO SUBSEQUENT SUBMITTAL REQUIREMENTS.

6. LOCATION OF PLANT MATERIALS ARE APPROXIMATED AND MAY CHANGE SLIGHTLY DUE TO UNFORESEEN FIELD
CONSTRAINTS.

\\ \# 7. ALLPLANTS ARE TO BE PROPERLY HYDRO ZONED PER TOWN OF CASTLE ROCK PLANT LIST.
\ 6 MPD CANOPY
\ 4,860 S.F \

\ \
EXISTING SHRUBS TO REMAIN IN THIS AREA COUNTED TOWARD REQUIRED STREET SHRUBS

8. DISTANCE OF TREES TO WET UTILITY LINES SHOULD BE A MINIMUM OF 10 FEET.

9. DESIGN MUST ACCOMMODATE THE WATERING RESTRICTIONS AS OUTLINED IN THE TOWN OF CASTLE ROCK WATER USE
MANAGEMENT PLAN (WUMP).

10. IF ANY TRANSFORMERS, GROUND-MOUNTED HVAC UNITS, UTILITY PEDESTALS, OR SIMILAR FEATURES EXISTING ON SITE, BUT
NOT SHOWN ON THE SITE DEVELOPMENT PLAN, ADDITIONAL LANDSCAPING AND SCREENING MAY BE REQUIRED BASED UPON
BM -5/8" REBAR W/CEI CAP FIELD CONDITIONS DETERMINED DURING THE SITE INSPECTION. INSTALLATION WILL BE REQUIRED PRIOR TO THE FINAL
N:1573050.83' INSPECTION AND THE ISSUANCE OF THE CERTIFICATE OF OCCUPANCY, AS APPLICABLE.
E:3180310.61'
Elev.= 6211.44' 11. NO TREES, LARGE SHRUBS, OR PERMANENT STRUCTURES ARE ALLOWED IN WET UTILITY AND DRAINAGE EASEMENTS.

s

+ \&

a ///,é
%,

c  +

a

Y
R+ O,
Z1n R 2

Q

WALMART FUEL STATION #984-543

133 SAM WALTON LANE
!
Walmart <

CASTLE ROCK, COLORADO

12. NONLIVING LANDSCAPE MATERIAL SUCH AS ROCK, STONE, BARK CHIPS, AND SHAVINGS WHICH NO LONGER COVER THE AREA
IN WHICH THEY WERE ORIGINALLY INSTALLED, SHALL BE REGULARLY REPLENISHED TO MAINTAIN THE FULL COVERAGE TO A
MINIMUM DEPTH OF TWO (2) INCHES FOR ROCK MULCH AND FOUR (4) INCHES FOR WOOD MULCH

EXISTING TREES TO REMAIN IN THIS AREA COUNTED
TOWARD REQUIRED LANDSCAPE TREES AND STREET TREES @Q

\\®

13. PLANTS AND VEGETATION UNDER THE TOWN OF CASTLE ROCK’S PLANT LIST SHALL BE IN LINE WITH THE ADOPTED CWPP AND
FIRE RESISTIVE VEGETATION FOR THE REGION TO MEET THE ADOPTED FIRE CODES BY THE TOWN OF CASTLE ROCK.

14. AN IRRIGATION PLAN IS REQUIRED WITH THE SUBMITTAL OF THE CONSTRUCTION DOCUMENTS.

15. DEAD PLANT MATERIALS SHALL BE REMOVED AND REPLACED WITH HEALTHY PLANTING MATERIALS OF COMPARABLE SIZE
AND SPECIES THAT MEET THE ORIGINAL INTENT OF THE APPROVED LANDSCAPE DESIGN WITHIN FORTY-FIVE (45) DAYS OR
SOONER IN THE EVENT OF A CONTAGIOUS DISEASE OR INVASIVE INSECT SPECIES. TOWN OF CASTLE ROCK IS NOT
RESPONSIBLE FOR PLANT REPLACEMENTS.

EXISTING SHRUBS TO REMAIN IN THIS AREA
COUNTED TOWARD REQUIRED STREET SHRUBS

/
/
/
/
/
/

yC PROFESSIONAL OF RECORD TAB

276 PROJECT MANAGER JAP
E/)iISTING T@AAIN e e DESIGNER MD
CEI PROJECT NUMBER 32644

DATE 12/5/2024
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SAM WALTON LD
EXISTING TREES TO REMAIN IN THIS AREA COUNTED

TOWARD REQUIRED LANDSCAPE TREES AND STREET TREES

LANDSCAPE PLAN

SHEET TITLE

SHEET NUMBER

SITE DEVELOPMENT PLAN
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Luminaire Schedule Calculation Summary Illuminance Foot-candles
Label Avg Max Min Max/Min
Symbol Qty Label Arrangement LLF Description Arr. Watts Arr. Lum. BUG Rating
Lumens Entry Drive 2.61 5.28 0.80 6.60
1 (E) S-3MB-14-28-1954 | SINGLE 1.000 | (E) 1-ARE-EDG-3MB-DA-14-E-UH-BK-525-57K 25ft pole on 3ft base 229 14952 B2-U0-G3
Fuel Station 7.94 23.51 1.11 21.18
1 (E) S-4MB-14-28-1956 | SINGLE 1.000 | (E) 1-ARE-EDG-4MB-DA-14-E-UH-BK-525-57K 25ft pole on 2.5ft base 229 16058 B2-U0-G3 PARKING LOT 1 0.62 106 0.27 3.03
( PR (R) D1-5M-14-28-1958 | BACK-BACK 1.000 | (Relocated) 2-ARE-EDG-5M-DA-14-E-UH-BK-525-57K 25ft pole on 3ft base | 458 44846 B5-U0-G3 PARKING LOT 2 1.66 3.40 0.86 3.95
PARKING LOT 3 1.86 2.65 1.27 2.09
2 (R) S-5M-08-28-1904 | SINGLE 1.000 | Relocated 1-ARE-EDG-5M-DA-08-E-UH-BK-525-57K 25ft pole on 3ft base 133 12926 B4-U0-G3
Property Line 0.36 0.60 0.02 30.00
{ PR (E) D1-5M-14-28-1958 | BACK-BACK 1.000 | (E) 2-ARE-EDG-5M-DA-14-E-UH-BK-525-57K 25ft pole on 3ft base 458 44846 B5-U0-G3
Property Line @ 10ft beyond 0.27 0.46 0.02 23.00
5 24 | A SINGLE 1.000 | CRUS-SC-SLW-40 MTD @ 15' 38 5728 B2-U0-G1
NOTE: VOLTAGE FOR THE FUEL STATION SITE LIGHTING PACKAGE MAY BE DIFFERENT THAN SITE LIGHTING
ASSOCIATED WITH THE STORE PARKING LOT. VERIFY AVAILABLE VOLTAGE PRIOR TO SHIPPING.
Keep
ADJACENT WALMART PARKING LOT @ (F) D1-5M-14-28-1958
bat  hot  Ba44 3,08
bo4 i2s 171 his kg7 Bie  4e4 Has 463 558 HB14 b4
%9° beo bes 1ot 117 139 ’1.*7\56\’ 03 be7 B4 Be2 407 Bos B4s5  B47  bgo  bis
be3 86 Entry Drive wee Entry Drive
\ 509 flos 1o bos 115 144 ’1.7%‘26 18 |08 215 275 330 322 304 315 B 251 223
A o{} Relocate %42 S R
1ee 112 i3 2% Hot 3 1 180  ho1 B34  hesa—bH76 bB7e - bs59 b5t bhag  bas
160 K/w 160 We\?;zf‘z 59 ot ADJACENT WALMART PARKING LOT
O %82 66
50 08-28-1904 5 62 « £e0 590 1se ~14s b4s BS54 272
' Provide new “;&as ; 12 N ? ‘x oL B
A K .
backlight shield . g0 A AT 30 g3k 1 76 Bee
60 A2 D A 60 \
63 w2 A 8 23 A0
w9 e A . w2l SN ACHE i 377 00 325 348 392
' 23 e !
6 na Sk A | b 079
429 e * ‘ 510 ' A 1‘*30‘?} N had 87 B39 %93 Bao
‘ N ‘
LIGHTING STANDARD NOTES o A 9 N o %% BUILDINGS MODELED AS SOLID OBJECT o (R) D1/51-14-28-1958
4 3 61 3 w60 5% WL?Q :9@( 59 e o 307 Seg
. . \ ' 98 A8 ‘ X AD /4
1. Light Loss Factor is 1 (Must be shown on the ,xR\“‘“}f; CIR w TR s w9 ot Relocate T oo 4k
. 8 © PNNA X ff) \ . . .
Luminary summary table). SHOWN ABOVE ON - A el (oot aBA% ‘A e ° m\‘x - ol
k x @) 3 2 6
LUMINAIRE SCHEDULE. 39 22 ol 8B ° ws ° B8l kel
wes 49T 552 95 15 A8 030
’ i i ' s 622 92 AUCHRNE =1
2. List the hours of light operation and how this Light levels at propery fine do', | > o A A o 328 30
. ‘ .yt ‘ ‘ not account for stone wall, O Sk gl QL 2 s
will be achieved. Control descriptions including type ot new backight ahields - o % = o o e
‘ . : \ ‘ : 42 265 263
of controls, the luminaries to be controlled by 99 A% P A6 © o
‘ %3 ST\ kY 0
each type, and control schedule. Post curfew | @“S-5M-08-28-1g\o4 N ot Re"’%;e%?‘i © A e P . bos et
control method and schedule must be addressed E;‘C’ﬂ?gem”iﬁvield ) ‘\\Awezo ® AT g \®
. . ¥ s) n AV
in the plan. FUEL STATION HOURS ARE Sam—10pm. —— 307 B o 0 04 bis B9 %
LIGHTS CONTROLLED VIA ASTRONOMICAL TIMECLOCK. g1 e € I 29 88 P —
ﬁ v 2 * 4519 ‘W g oab %18 o ’Waz b4e  he2  hes  ise I<_E
. . . . . ‘ | 640 00 139 0 AR
5. Describe the objective of each area of the site @, 12 el 2® %3 RPN GG n?
. . . . . B . 3539 A 543 ?p&{ 2o 816 B0  Bsa b3o >
for lighting (Describe how this will be ﬂ/\ - o ot o e\ ¥ §‘Q 5 u
accomplished.) TO PROVIDE SAFE AND EFFECTIVE s 2 ® 30 . et 6 268 M B3 B0 Ry R4 Az 'Z,: "Z"
LIGHTING ABOUT THE FUEL STATION. ) 1 not e , 3% Entry Drive @ g£wv
A nao 337 . 15208 g 85 (a6 ies  1s7  Ber 275 Boo kes  Bes = O = 2
o ; ‘ —
4. Describe the mitigation efforts for neighbori e as B A 2 <P PLE=S
. eSCripe € mitigation efrorts t1or neig oring e \ A A ‘K © %50 . i19  is3  b39 b w (E) S-3MB-14-28-1954 = T 8 11
. . . . . g ) A &K \ —
oroperties (Describe how this will be accomplished.) el asl o 189 " =009 5 =
POLE LIGHTS BEING RELOCATED TO NEAR e ne 8 578 110 o b wno LBt 2 ':}_-J = (>D DD:
A x % 27
PROPERTY LINE WILL HAVE NEW SHIELDS INSTALLED e 3 s PO we 8 j oW E
10 LIMIT GLARE AND SPILL OVER o 380 X ZZOF
. L oL X < |: o n Z
5% AMB-14-28.1956™" Q1 zZr~ W
S o -14-28; OBS5<q
5. Exterior lighting for egress travel (to the pen ™ X000, =
oublic way or egress court) shall comply with the Ww= é E%
currently adopted building code. COMPLIED. SAM WALTON LANE N Yo
I XY
(ONONNNITN e

6. Forward Throw Luminaries: The following
lighting types are prohibited: Forward throw

luminaries (Type IV distribution), pole—mounted

lights aimed at a building’s facade, and unshielded
wall packs are prohibited. COMPLIED.

Relocate (2) S-5M-08-28-1904
& provide new backlight shields.
Relocate (1) D1-5M-14-28-1958.
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LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROJECT NO. SDP24-0021
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CEl ENGINEERING ASSOCIATES, INC.

710 W. PINEDALE AVE.
FRESNO, CA 93711
PHONE:
FAX: (559) 447-3129

(559) 447—3119

Date Signed: December 5, 2024

==\ JACRAMENTO
ENGINEERING
C—) consuL 7anTs

10555 0Old Placerville Road
Sacramento, CA 95827-2503
Phone: (916) 368—4468
Fax: (916)368—4490
www.saceng.com
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Metal Coping

. T.0. -
U 15"8”

- K e[S SRR

SERVICE BUILDING RIGHT ELEVATION

U 15"8"

Mechanical Screening

Mechanical Screening
+ System

Stone Veneer

S Metal Coping
~ T1.0.
¥ 15.8”
Painted EIFS System '
T10. Painted EIFS System — °
8,'0” 5l i
Metal Louver g E
Metal Louver Fencing System Sl g E 3
10 w/Gate = 5
3’_4” U |E -

Metal Coping

Wall Sconce 1]

Stone Veneer with Concrete Cap

Stone Veneer

SERVICE BUILDING LEFT ELEVATION

Prefinished Metal Panel Walmart Signage

Canopy Support Columns
Painted, typ.

FUEL CANOPY FRONT & BACK ELEVATION

SV1

MATCH SUPERCENTER
STONE VENEER

P76U/PF14
PANTONE 285C PREFINISHED

— Primary Roof Thru-wall
Scupper

Wall Sconce

Stone Veneer with
Concrete Sill Cap

Aluminum Storefront System

Prefinished Metal Canopy

TO. g~
15,-8” Q

| Grab & Go |

= 2 » 3
Metal Coping
T.0. 4 T.O.
17-0” \J d 17°-0” : _;;; '}
Painted EIFS System Walmart Signage
T0. 4 B.O.
94" - a
W94
Painted EIFS System
Stone Veneer

Prefinished Metal Panel

P217E

METAL CANOPY
MATCH DARK BRONZE
PPG #1021-7 CABIN FEVER

Clearance 14'-0" Max.

Pump Stall Signage
%W s 403

4 1)

P216E P214E
EIFS EIFS
MATCH DARK BROWN MATCH MEDIUM BROWN
PPG #1021-6 CURLEW PPG #1021-4 DIVERSION

Fuel Price Reader

UNLEADED DIESEL 0000

Address Lettering

Painted EIFS System

Stone Veneer with
Concrete Sill Cap

TO. 4
3.4” \U

Fuel Price Readers

~ T.0.
tl 17’-8”
N T.0. UNLEADED  DIESEL

by 14’_0!,

Prefinished Metal Panel

Canopy Support Columns
Painted, typ.

FUEL CANOPY SIDE ELEVATION

P215E P8
EIFS, METAL LOUVER FENCING PREFINISHED CANOPY
SYSTEM, & CHEVRONS PURE WHITE
MATCH LIGHT TAN SW#7005

PPG #1021-2 SYNCHRONICITY

SIGNS NOT A PART OF THE BUILDING PERMIT, SEPARATE
PERMIT REQUIRED.

NOT FOR CONSTRUCTION. THESE DRAWINGS ARE NOT
THE OFFICIAL BUILDING ELEVATIONS.

DESIGN REPRESENTATION ONLY - NOT FOR CONSTRUCTION.
The building images shown are a representation of the current design
intent only. The building images may not reflect variation in color,
tone, hue, tint, shading, ambient light intensity, materials, texture,
contrast, font style, construction variations required by building codes
or inspectors, material availability or final design detailing.

Copyright © 2024 by SGA Design Group, P.C. All rights reserved.

THE BUILDING ELEVATIONS SHOWN AND APPROVED
HEREIN SHALL DEMONSTRATE HOW ALL MECHANICAL

PF

PREFINISHED COPING
CARDINAL RED
BY METAL-ERA

AS

EQUIPMENT SHALL BE SCREENED. IT IS THE APPLICANT'S
RESPONSIBILITY TO ENSURE THAT SCREENING OCCURS
IN THE FIELD AS DEMONSTRATED BY THESE PLANS,
REGARDLESS OF CURB REQUIREMENTS, MECHANICAL
PLAN CHANGES, OR OTHER CIRCUMSTANCES. FAILURE
TO PROVIDE SCREENING MAY RESULT IN DELAY OF
FINAL INSPECTIONS AND/OR ISSUANCE OF A
CERTIFICATE OF OCCUPANCY.

SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROEJCT NO. SDP24-0021

© 2024 SGA DESIGN GROUP, P.C.

®

SGA DESIGN GROUP, P.C.
1437 SOUTH BOULDER, SUITE 550
TULSA, OKLAHOMA 74119.36609

PHONE: 918.587.8600
FAX: 918.587.8601
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SIGNAGE \

6!_0"

D

DISPENSER NUMBER

S

IESEL FLAGS AT OUTBOARD
CANOPY COLUMNS AT

2| |

1

DIESEL DISPENSERS ONLY

/

DIESEL
HERE

DIESEL
HERE

RED FIRE EXTINGUISHER
LETTERING ON BOTH

LOCKABLE FIRE EXTIGUISHER

CABINET (SAFETY ONE 106-

SIDES OF CABINET (TYP)\
|

EL-BK-008-G11-004R) WHERE

SHOWN ON PLAN

T CANOPY COLUMN,

PAINT(P217E

—=

3l_8u

>

COLUMN ELEVATIONS

|oo

LOGO GRAPHIC TO

MATCH PANTONE 285C —_|

DISPENSERS PREFINISHED
WHITE

GREEN DECAL WITH
DIESEL ABOVE NOZZLE

I~

LETTERING TO MATCH
/////kggi

PANTONE 1235C

INSTALL DISPENSER NUMBER
4"X4" WHITE BACKGROUND &
BLACK NUMBER

ATTENDANT CALL BUTTON (TYP) e 2
P
_ - PIPE GUARD
[hd
E<
4 PRODUCTS o
< I
INSTALL WAL-MART FURNISHED WARNING é bz
DECAL FOR DISPENSERS AND NOZZLES o UE
(TYP) 09
$TO ISLAND of
(T
o
$BO ISLAND | \ |
/ = VINYL LETTERING ENSURE FORM IS CLEAR OF
X0 CONSTRUCTION DEBRIS
sy DISPENSERS WRAPPED
Z:. 0 WITH VINYL PATTERN
o=z
©9
)

DIESEL AT ENDS (TYP) (SIM @ UNLEADED)

5 1/2"=1-0"

PORTION OF CANOPY PANEL TO BE

PREFINISHED TO MATCH

PORTION OF CANOPY PANEL TO BE
PREFINISHED TO MATCH

281_0"
12'_0" L, 16'_0"
A / (F) 117" - 8"
( ’ . TO CANOPY
o
UNLEADED DIESEL « (F)114'-0"
© © BO CANOPY
[T L
I o\ |i| 4O
! N YUK R W
CANOPY CHEVRONS, 1 © © . |5
FINISH TO MATCH (P215E { \ m Tz
TYP—| | | 4 =
== 2 OF 1
B | ROFY &
I
[ : : I REF CIVIL

—_—————

FINISHED GRADE

NOTE: B.O. CANOPY SHALL HAVE MINIMUM 14'-0" CLEARANCE TO
FINISHED GRADE AT ALL POINTS UNDER CANOPY.
ELEVATION DOES NOT REFLECT SITE SLOPE.

EAST ELEVATION

3

PIPE GUARD

3|_5|l

3!_9"

2!_6"

6'_2"

IS
S

Z & —

/ \ 4" @ PIPE GUARD
/ \ / PAINT(P5)

f CONCRETE SLAB

15" @ CONCRETE
FOOTING

1/2" = 10" 2 12 OF 13 1/2" = 10" 1 120F 13
INTERNALLY PORTION OF CANOPY PANEL TO BE PORTION OF CANOPY PANEL TO BE
ILLUMINATED SIGNAGE PREFINISHED TO MATCH 161-0" PREFINISHED TO MATCH( P8 )
80'_6" 80'_6"
\ n Q ' " L\ " ) " ) n ) " BUILDING ADDRESS
40-3 40-3 44 4710 343" 25'-1 / (STREET-FACE ONLY)
\ 1 / T ] N (F) 117" -8"
{ W L alo uci ! ol L,Ci | 5 TO CANOPY
——-Welfnart s o~ & N i %
> 3 —Clearance14-0"Maxt- —% Q| | Onieapep | EsEC UJAv g( 114'-0"
h 40" ST | BO CANOPY
CANOPY CHEVRONS, CLEARANCE SIGN, q o 26",
2 |1 ol [g] @] [ FINISH TO MATCH (P215E 6 [5) SIGN COLOR TO CONTRAST (4] [3) el [0~ ¢

= = TYP WITH BACKGROUND DIGITAL PRICE SIGN = = 2w

Al (UNLEADED/ DIESEL) o S5

ullis ailin sl aflis =9

(3 2

<

[—F—W— i L L L | ik

| %ﬂﬁ @ﬂﬁa @%E@ @Eﬂ @ﬂ@ ﬁj% REF CIVIL

— e — —

NORTH ELEVATION

B.O. CANOPY SHALL HAVE MINIMUM 14'-0" CLEARANCE TO
FINISHED GRADE AT ALL POINTS UNDER CANOPY.
ELEVATION DOES NOT REFLECT SITE SLOPE.

FINISHED GRADE

®

SGA DESIGN GROUP, P.C.
1437 SOUTH BOULDER, SUITE 550
TULSA, OKLAHOMA 74119.36609

PHONE: 918.587.8600
FAX: 918.587.8601

2 1/8" = 10"

SDP\0984

1

FSA1

1/8" = 1'-0" 1 FSA1
SIGNS NOT A PART OF THE BUILDING PERMIT, SEPARATE NOT FOR CONSTRUCTION. THESE DRAWINGS ARE NOT
CO LO R L E G E N D PERMIT REQUIRED. THE OFFICIAL BUILDING ELEVATIONS.
P76V PANTONE 285C PREFINISHED DESIGN REPRESENTATION ONLY - NOT FOR CONSTRUCTION. | | THE BUILDING ELEVATIONS SHOWN AND APPROVED
P217E MATCH DARK BRONZE PPG #1021-7 CABIN FEVER The building images shown are a representation of the current design HEREIN SHALL DEMONSTRATE HOW ALL MECHANICAL
_ intent only. The building images may not reflect variation in color, EQUIPMENT SHALL BE SCREENED. IT IS THE APPLICANT’S
P216E MATCH DARK BROWN PPG #1021-6 CURLEW tone, hue, tint, shading, ambient light intensity, materials, texture, RESPONSIBILITY TO ENSURE THAT SCREENING OCCURS
P214E MATCH MEDIUM BROWN PPG #1021-4 DIVERSION contrast, font style, construction variations required by building codes IN THE FIELD AS DEMONSTRATED BY THESE PLANS,
PLAN CHANGES, OR OTHER CIRCUMSTANCES. FAILURE
P8 PURE WHITE SW#7005 TO PROVIDE SCREENING MAY RESULT IN DELAY OF
PF CARDINAL RED BY METAL-ERA FINAL INSPECTIONS AND/OR ISSUANCE OF A
Copyright © 2024 by SGA Design Group, P.C. All rights reserved. CERTIFICATE OF OCCUPANCY.
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SITE DEVELOPMENT PLAN
LOT 1, MILESTONE FILING NO. 4, 1ST AMENDMENT
TOWN OF CASTLE ROCK PROEJCT NO. SDP24-0021
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/ RTU SCREEN WALL( P215E JWITH METAL SECURITY LIGHT, CONTROL JOINT AND RTU SCREEN WALL [ P215E ] WITH METAL METAL ROOF EDGE FASCIA
ROOF EDGE FASCIA[ PF |(BEYOND) REF ELEC PAINT LINE ROOF EDGE FASCIA[ PF BEYOND PF | (TYP
LPF ) LADDER STOP EIFS CONTROL JOINT, PE ) ) (TYP)
CONT 3/4" BACKER ROD
) ) METAL ROOF EDGE FASCIA AND SEALANT (TYP) 17 -4 @
I (_PF_JTYP) TO WALL
116'-0"$ $116'-0"
TO WALL TO WALL ®
EIFS 'E'Z\'EH EIFS FINISH, EIFS FINISH,
Y A (E215 ) (E214 ) SGA DESIGN GROUP, P.C.
EE):E'IQB?ETSA?&KJE%NJOD 1437 SOUTH BOULDER, SUITE 550
AND SEALANT (TYP) PILASTERS AT OUTSIDE TULSA, OKLAHOMA 74119.36609
CORNERS (TYP) PHONE: 918.587.8600
FAX: 918.587.8601
I I N
\ — \}
:‘ ! H Q\P*DO L/C
‘ 4 O -'.......'o '
I | ! STONE STONE I N/ eROPHER e X
J; | — 5 'c Oo.
! | | — | S 245
1 | i I 73 @3
I | i M §
- ' n ' " T & e € a0 2 Pl R =
N X - = H : | = 113'4@ $113'4 ~ ~N |~ BOLLARD WITH
) [ TO STONE TO STONE | i ACCESSIBILITY
| \ | | . " SIGN POST -
= | I | ! 12/06/2024
1 : | \ | o : | o Digitally signed by Christopher M Young
| | = = 100"-0 69 | | 100'-0 65 Date: 2024.12.06 14:08:06-06'00'
L s | / 811 3/4" L, s | \ 14'-5" L4 | FIN FLR L o3| 117 1/2" L 3 | 14'-9 3/8" , FIN FLR
7 7 7 7 L 7 7 7 7 7 7 7
AUTOMATED SECURITY LIGHT 8'-0" HIGH LOUVERED
PROPANE KIOSK GATE AND FENCE,
REF 3- 13 OF 13
6 1/4" = 1'-0" 1 FSA1.4 5 1/4" = 1'-Q" 1 FSA14
EQ PAINT[ E216 EQ
METAL GUTTER AND SCUPPER
, RTU SCREEN WALL[ P215E JWITH METAL SECONDARY
COLOR TO MATCH ADJACENT WALL (TYP) ROOF EDGE FASCIA] PF__)(BEYOND) SCUPPER (_I)_\(();)EDGE FASCIA
EIFS FINISH,  CONTROL JOINT &
E215 PAINT LINE (TYP)
116'- 0" 69
FIN FLR
— EIFS CONTROL JOINT,
- CONT 3/4" BACKER ROD
AND SEALANT (TYP)
- 1/2" GAP BETWEEN SCREEN
8-0" HIGH LOUVERED - ) WALL AND BUILDING
GATE AND FENCE,
_ N
REF2'13OF13\H 1 \ 10 [ 1 \
| | STONE | ||+~ LOUVERED METAL FENCE, | | ||
| | / | =—|| P215E | | ||
| | | | | | — | Il |>—BUILDING FINISH
| | | | . . | | | PER PLANS
o o
=] | & ==
| | | | | | || | —LouvereD METAL
| | I | | | I FENICEAND GATE,
| | | | | | ||
| | = = 100’ - OHG’ | ‘ | REF PLAN$ $REF PLAN | | ‘ | O
L 84" 34" 396 3/4" \ 34" FIN FLR 5'-6" 56" TO PAVING TO PAVING 3.8 310" L
7 L U
METAL DOWNSPOUT L SECURITY LIGHT ¢ ¢ - <Z(
11"0" 7"6" _I
< ¢ ¢ ¢ U: S o
REAR ELEVATION SCREEN WALL ELEVATION SCREEN FENCE AND GATE =52
4 3 2 <5
1/4" = 1'-0" 1 FSA1.4 1/4" = 1'-0" 1 FSA1.4 1/4" = 1'-Q" 1 FSA1.4 LLJ ; o)
STEEL CONNECTION PLATE- PAINT J o
TO MATCH ADJACENT WALL > "
GALV OR MILL FINISHED HANGER PREFABRICATED ALUM BLDG ENTRANCE CANOPY, (/7| §) -
PAINT [ E212 RODS (TYP), DO NOT PAINT PAINT( E216 /7 FASCIA TO BE PREFINISHED TO MATCH( P217E - U)
RTU SCREEN WALL|( P215E | WITH METAL M <
IGNAGE MOUNTED T )
CONTROL C:JOINT & PAINT LINE SIGNAGE MOU CANOP$ / / RTU SCREEN WALL NITH MET: :E N g
EQ t EQ | / /
(F) 117-4" | / (1) SPEAKER ON METAL ROOF EDGE FASCIA
TO WALL T T T T T N S T T R R T T N S S e T T T FRONT FACADE / (TYP)
- (F) 116-0"
TO WALL
/ 5'2231';'”'3“: PRELIMINARY
INTERNALLY ILLUMINATED NOT FOR CONSTRUCTION
SIGNAGE —
:o J
i PILASTERS AT OUTSIDE
- / CORNERS (TYP)
(F) 109'-4"
TO WINDOWS ' AS
SIGNS NOT A PART OF THE BUILDING PERMIT, SEPARATE NOT FOR CONSTRUCTION. THESE DRAWINGS ARE NOT PROFESSIONAL OF RECORD oMY
PERMIT REQUIRED. THE OFFICIAL BUILDING ELEVATIONS.
EMERGENCY / PROJECT MANAGER Al
PUMP SHUT-OFF DESIGNER JHH
N EMERGENCY DESIGN REPRESENTATION ONLY - NOT FOR CONSTRUCTION. | | THE BUILDING ELEVATIONS SHOWN AND APPROVED
I PUMP SHUT-OFF The building images shown are a representation of the current design | | HEREIN SHALL DEMONSTRATE HOW ALL MECHANICAL SGA PROJECT NUMBER 22594003
AL __ L _ CALL BOX. FLO99/FL100 intent only. The building images may not reflect variation in color, EQUIPMENT SHALL BE SCREENED. IT IS THE APPLICANT’S PROJECT NUMBER: SDP24-0021
E - — AT 48" MAX AFE T 0. BOX tone, hue, tint, shading, ambient light intensity, materials, texture, RESPONSIBILITY TO ENSURE THAT SCREENING OCCURS SHEET ISSUE DATE 12/06/24
= contrast, font style, construction variations required by building codes IN THE FIELD AS DEMONSTRATED BY THESE PLANS, /06/
STONE t ====== skl or inspectors, material availability or final design detailing. REGARDLESS OF CURB REQUIREMENTS, MECHANICAL REVISION MSP2
’ b PLAN CHANGES, OR OTHER CIRCUMSTANCES. FAILURE
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13-101/2 20-8 3-4 13-0 3/8 3-4 E216 EIFS TO MATCH DARK BROWN SERVICE BUILDING
BOLLARD W/ HC SIGN POST, L BOLLARDS (TYP) L 6" ADHESIVE ADDRESS MAILBOX,MOUNT W/ LOCK L ICE MERCHANDISER, P215E LIGHT TAN
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